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FOREWORD 


IMPORTANT 


Thank you for purchasing this Icom receiver. The IC-PCR1500/ 
PCR2500 CoMMUNICATIONS RECEIVERS is designed and built 
with Icom’s state of the art technology and craftsmanship. With 
proper care, this receiver should provide you with years of trou- 
ble-free operation. 


© FEATURES 


[Common to both models] 

O Wide frequency coverage with all mode 
receive 

O Real-time bandscope function 

O IF shift function 

O ANF and NR functions are available 
(Only when the DSP unit is installed.) 

[For IC-PCR2500 only] 

O Dualwatch operation/Diversity operation 

O DV and P25 Digital modes are available 
(Only when the specific digital unit is installed.) 


Icom, Icom Inc. and the com logo are registered trademarks of Icom Incor- 
porated (Japan) in the United States, the United Kingdom, Germany, France, 
Spain, Russia and/or other countries. 


READ ALL INSTRUCTIONS carefully and completely 
before using the receiver. 


SAVE THIS INSTRUCTION MANUAL— This in- 
struction manual contains important operating instructions for 
the IC-PCR1500/PCR2500. 


EXPLICIT DEFINITIONS 


WORD DEFINITION 
Personal injury, fire hazard or electric shock 
! 
Z\ WARNING! may occur. 
CAUTION | Equipment damage may occur. 
NOTE Recommended for optimum use. No risk of 
personal injury, fire or electric shock. 


MOUSE PROPERTY SETTING 


Depending on the ‘Mouse Property’ setting in the control 
panel, main and sub mouse button functions are swapped. 


Y\n this instruction manual, the operation is described with 
7 the default setting. 


SYSTEM REQUIREMENTS 


SUPPLIED ACCESSORIES 


PC 

* Microsoft® Windows® XP/2000/Me/98SE installed 

¢ USB 2.0 or 1.1 

+ Intel Pentium® III 450 MHz or faster (Pentium® 4 recom- 
mended) 

¢ At least 128 MB of memory or higher (256 MB or more rec- 
ommended) 

* At least 50 MB or higher hard disk space 

* At least 1024 x 768 pixel resolution, high color display 


* CD-ROM or DVD drive is required for software installa- 
tion. 

* Mouse or other compatible pointing device is required. 

* USB audio dropouts or gaps may occur, because of a 
lack of PC power. 

¢ Additional hard disk space is required for; 
- Recording sound (at high quality): max 300 MB (approx.) 
- Storing scope data 


CMA A|’NDNn< Www 


Frequency mode :max 5 MB (approx.) 
Time mode :max 1.5 MB (approx.) 
- Memory channel data : max 500 kB (approx.) 


Microsoft, Windows and Windows Media are registered trademarks of Microsoft 
Corporation in the U.S.A and other countries. Screen shots produced with per- 
mission from Microsoft Corporation. 

Pentium is a registered trademark of Intel Corporation. 

All other products or brands are registered trademarks or trademarks of their 
respective holders. 


CDATCMMAL goed sects faesteup inti cdacessvean teen atcentnnecdvaeae tees 
@ AC adapter® oo. cccceecsessscceeeeceeeeeseeneeeeeeeeees 
@ USB cable oo. cceeeecceeeesesseeseeseesesseseeeseeseneeees 
GD: seceaereriincontctuteladeutin deeantitvte eveiersteereaioie aia! 
(5) Foot PAC SMECE: os.c.c2cceveescwasdeceenionactacdvadecetuesesecesagaeds 
(BY Cable Wanget” cci.c25sc2cetacccscacceeeieskanieseetedueedeeecd? 
*Not supplied with some versions. 


PRECAUTIONS 


Z\WARNING! NEVER connect the OPC-254L to an 
AC outlet. This may pose a fire hazard or result in an electric 
shock. 


NEVER expose the receiver to rain, snow or any liquids. 
The receiver may be damaged. 


NEVER operate or touch the receiver with wet hands. This 
may result in an electric shock or damage the receiver. 


AVOID using or placing the receiver in direct sunlight or in 
areas with temperatures below 0°C (+32°F) or above +60°C 
(+140°F). 


AVOID the use of chemical agents such as benzine or al- 
cohol when cleaning, as they can damage the receiver's sur- 
faces. 


DO NOT use the supplied CD for any other devices. 
The CD is for the IC-PCR1500/R1500, IC-PCR2500/R2500 
only. 


DO NOT turn the main unit power OFF or disconnect the 
USB cable between the main unit and PC while IC-PCR1500 
or IC-PCR2500 control software is running. This may result 
in the computer hang up. 


DO NOT start vehicle engine while the IC-PCR1500 or IC- 
PCR2500 control software is running off of the vehicle’s ciga- 
rette lighter socket (optional CP-12L required). This may 
result in the computer hang up. 


DO NOT leave the main unit powered ON and connected 
to a vehicle’s electrical system. The main unit draws approx. 
550 mA. This will eventually drain the vehicle’s battery. 


For DC power operation 
(while connecting an OPC-254L or CP-12L) 


NEVER connect the receiver to a power source of more 
than 14 V DC. This will damage the receiver. 


NEVER connect the receiver to a power source using re- 
verse polarity. This will damage the receiver. 


NEVER cut the DC power cable between the DC plug and 
fuse holder. If an incorrect connection is made after cutting, 
the receiver may be damaged. 


If a connection cable is disconnected or has a loose connec- 
tion during operation, an error may occur. Connect the con- 
nectors correctly, and DO NOT touch the connectors 
during operation. 


For the operation of PC and peripheral devices, follow the in- 
structions provided in the manuals which come with the PC 
and peripheral devices. 


This device may cause signal interference when used in a do- 
mestic setting. When interference occurs, move this unit as 
far as possible away from the affected device. 


All copyrights associated with this manual and all intellectual 
property rights associated with the hardware and software of 
the IC-PCR1500/PCR2500 are held by Icom Inc. 


Unauthorized reproduction or transmission of this manual, or 
any part hereof, is prohibited. 


The content of this manual, the hardware and software asso- 
ciated with the IC-PCR1500/PCR2500, and the appearance 
of the IC-PCR1500/PCR2500 are all subject to change with- 
out notice. 


For U.S.A. only 

CAUTION: Changes or modifications to this device, not ex- 
pressly approved by Icom Inc., could void your authority to 
operate this device under FCC regulations. 


ABOUT APCO PROJECT 25 


This device made under license under one or more of the fol- 
lowing US patents: #4,590,473, #4,636,791, #5,148,482, 
#5,185,796, #5,271,017, #5,377,229. 


The IMBE™ voice coding technology embodied in this product 
is protected by intellectual property rights including patent 
rights, copyrights and trade secrets of Digital Voice Systems, 
Inc. This voice coding technology is licensed solely for use 
within this communications equipment. The user of this tech- 
nology is explicitly prohibited from attempting to decompile, re- 
verse engineer, or disassemble the object code, or in any 
other way convert the object code into a human-readable 
form. U.S. Pat. nos. #5,870,405, #5,826,222, #5,754,974, 
#5,701,390, #5,715,365, #5,649,050, #5,630,011, #5,581,656, 
#5,517,511, #5,491,772, #5,247,579, #5,226,084, #5,195,166. 


P25 digital mode is available when the optional UT-122 bic- 
ITAL UNIT is installed to |C-PCR2500 or IC-R2500. 
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In this instruction manual, the screen shot contents may 
be different from the actual one. 


@ Hardware installation 


Refer to the diagram below for connections. 


Y CAUTION: Icom Inc. assumes no responsibility for the re- 
GY ceiver’s operation resulting from the use of any other USB 
Z cable other than the one supplied by Icom in the original 
%,\C-PCR1500 or IC-PCR2500 package. 


>? 


The antenna holder is backed —> 
with double-sided tape. 

Remove the protective paper 
when the antenna is fixed to 
any places. 


Woo] a. ; 


4A, WARNING!: NEVER use 
a gas pipe or electrical con- 


Ion : To ground 
duit pipe for grounding. 


To AC adapter 


INSTALLATION 


NOTE: The antenna’s double sided tape may not adhere 
to all items. Additionally, the tape is not intended for multi- 
ple uses. Lastly, some items may be damaged by trying to 
remove the antenna holder once it has been taped into 
lace. Icom Inc cannot accept any responsibility for any 
amage to any item caused by the supplied tape. 


WMQA AN 


p 
d 


The dualwatch operation or diversity operation 
for IC-PCR2500 or IC-R2500 requires antennas 


connected to both [ANT1] and [ANT2]. 


IC-PCR2500 


Or 


CP-12L 


To a cigarette lighter socket 


_ 
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1 INSTALLATION 


@ TNC connection 


The IC-PCR1500/PCR2500 can receive 9600 bps packet 
communication (AFSK) with the use of a TNC (not supplied). 
Connect the TNC (Terminal Node Controller) as illustrated 
below. (Other connections are same as page 1.) 


> IC-PCR2500 


(© PACKET jack connection | 


Sh PACKET Ses 
GND <1 


2-conductor 3.5 (d) mm 
\_('4°)/100 kQ ) 


m@ DC power supply connection 


Use a 12 V DC power supply with at least 1.2 A capacity. 
Make sure the ground terminal of the DC power supply is 
grounded. 


Connect to a 12 V DC 
battery. Pay attention 
to polarities. NEVER 
connect to a 24 V bat- 
tery. This could dam- 
age the receiver. 


@white } OPC-254L 
to an Ss (optional) 


IC-PCR2500 


AC outlet 


©Oblack 


NOTE: Use the terminals as shown 
below for the cable connections. 


O Crimp 
og J 2 Cc 
22 
DC power SS) 
supply 12 V GS 4 


4. CAUTION! NEVER remove the 
fuse-holders from the DC power cable. 


Fuses (4 A) 


© Fuse replacement 


@ Accessory attachments 


© Foot pad 


Attach 4 foot pads to the bottom of the IC-PCR1500/ 
PCR2500 as below. 


IC-PCR2500 


Foot pad 


CO. Detach 4 foot pads 
from the foot pad 

Foot pad sheet—~ /e5 tf: sheet. 

(supplied) 


© Cable hanger 


The cable hanger is convenient for fixing a cable to the wall, 
etc. 


Clinch the hook. 


a7 Remove the protective paper. 


Cable 


INSTALLATION 


1 
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| 2 DRIVER INSTALLATION 


YG "he displayed dialog boxes or indications may differ @The CP2101 USB device is detected automatically, and the 
J slightly from the following instructions according to your “Found New Hardware Wizard” will come up as below. 
Y system conditions, or environment. Select “Install from a list or specific location (Advanced),” 
then click [Next>]. 
. ®) . ® Found New Hardware Wizard 
= Microsoft Wi ndows XP Welcome to the Found New 
Hardware Wizard 
Y NOTE: Driver installation with CD is required when an ad- This wierd help you instal software fo: 
Y ditional Main unit is connected to the PC (i.e. 2 or more IC- ERO SH We HART Broo Cae 
Y PCR1500 or IC-PCR2500s (same model only) are ee eee ee 
ZG connected to the PC). In such a case, install the driver as SP ox Goer ek inewrt nove 
Y shown below. What do you want the wizard to do? 
. ee . ; . Select Ce 
@ uit all applications when Windows is running. a 
@Connect the Main unit to the desired PC’s USB port with iacliaiastiag iss 
the supplied USB cable. = 


G, CAUTION: Icom Inc. assumes no responsibility for the 
receiver’s operation resulting from the use of any other 
USB cable other than the one supplied by Icom in the 
% original IC-PCR1500 or IC-PCR2500 package. 


@ Insert the CD into the appropriate CD drive. 
@Turn the Main unit power ON. 

* The power indicator lights. 

« “Found New Hardware” appears as below. 


QQ 


i) Found New Hardware x 
CP2101 USB to UART Bridge Controller 


Lid) <> %) 5:03 PM 


®Select “Search for the best driver in these locations.” then 
select “Include this location in the search,” click [Browse]. 


Found New Hardware Wizard 


Please choose your search and installation options. o~ 


S 
Select (@ search for the best criver in these locations. 


Use the check boxes below to limit or expand the default search, which includes local 
paths and removable media. The best driver found will be installed. 


Search removable media {floppy CD-ROM...) 


Select Ginnie) 


ic: 


Click 


ODon't search. | will choose the driver to install. 


Choose this option to select the device driver ftom a list. Windows does not guarantee that 
the driver you choose will be the best match for your hardware. 


<Back J[_ Newt> | (Cancel 


DRIVER INSTALLATION 2 


@Click “(4)” of the CD drive folder in “My Computer.” 
* The CD drive folder name (e.g. “D”) is depending on a PC. 


Browse For Folder 


Desktop 
(£2 My Documents 
= My Computer 


(12) ICOM (0:) 


To view any subfolders, clic ag 


(8)Click “(|” of the “Driver” folder in the CD drive folder, then 
select “Win” folder. 
Click [OK]. 
Browse For Folder 


‘Select the folder that contains drivers for your hardware. 


Desktop 

 () My Documents 

= My Computer 
#8 Se Local Disk (C:) 
5 @ icomo:) 


: “Gwe ) Select 


D ware 


To view any subfolders, cick CliCK bove. 


a= 
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2 DRIVER INSTALLATION 


@Click [Next>]. (After the driver is found, the “Hardware Installation” dialog 
Found New Hardware Wizard box appears as below. 
Please choose your search and installation options. Click [Continue Anyway] to start the installation. 


Hardware Installation. 


© Search for the best driver in these locations. 


Use the check boxes below to limit or expand the default search, which includes local 
paths and removable media. The best driver found will be installed. 


The software you are installing for this hardware: 


CP210x USB Composite Device 


Search removable media (floppy, CD-ROM...) 
Include this location in the search: 


DADriversWin y] 


Don't search. | will choose the driver to instal. 


Choose this option to select the device driver from a list. Windows does not guarantee that 
the driver you choose will be the best match for your hardware. 


Click 


afl 


@®The Wizard starts searching for the driver and shows the 
dialog below during search. 


Found New Hardware Wizard 


Please wait while the wizard searches... 


Q CP2101 USB to LIART Bridge Controller 


has not passed Windows Logo testing to verily its compatibility 
with Windows XP. (Tell me why this testing is important] 


Continuing your installation of this software may impair 
or destabilize the correct operation of your system 
either immediately or in the future. Microsoft strongly 
recommends that you stop this installation now and 
contact the hardware vendor for software that has 
passed Windows Logo testing. 


Click 
STOP Installation ) 


@2Windows starts installing the USB driver. 


Found New Hardware Wizard 


Please wait while the wizard installs the software... 


r= CP210x USB Composite Device 


‘slabunin2k.exe 
To CAWINDOWS\system32 


% 


(CCCCCCCCCEEEEeeCeee} 


Cancel 


@3 After the installation is completed, click [Finish]. 
Found New Hardware Wizard 


Completing the Found New 
Hardware Wizard 


The wizard has finished installing the software for 


< CP210x USB Composite Device 


Click Finish to close the wizard. . 
Click 


(The “Found New Hardware Wizard” will come up again to 
install the USB serial port driver. 
Select “Install from a list or specific location (Advanced),” 
then click [Next>]. 
Found New Hardware Wizard 


Welcome to the Found New 
Hardware Wizard 
This wizard helps you instal software for 


CP2101 USB to UART Bridge Controller 


+). If your hardware came with an installation CD 
@ or floppy disk. insert it now. 


What do you want the wizard to do? 
a ee eT ee ae ee 


‘a list or Specitic location [Advanced] 


Click Next to continue. Click 


ej= 


DRIVER INSTALLATION 2 


(5 Select “Search for the best driver in these locations.” then 
select “Include this location in the search:”, click [Browse]. 


Found New Hardware Wizard 


Please choose your search and installation options. 


Select (© search for the best diver in these locations. 


Use the check boxes below to limit or expand the default search, which includes local 
paths and removable media. The best driver found will be installed. 


S 


(Search removable media ttloppy, CD-ROM...) 


Select (Gskissinntssc) 


[s. 


Click 


ODontt search. | will choose the driver to install 


Choose this option to select the device driver from a list. Windows does not guarantee that 
the driver you choose will be the best match for your hardware. 


< Back Next> Cancel 


(8 Click “(4)” of the CD drive folder in “My Computer.” 
* The CD drive folder name (e.g. “D”) is depending on a PC. 


Browse For Folder 


Desktop 
(£3 my Documents 
SY My Computer 


‘B2) Icom (D:) 


ture 
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2 DRIVER INSTALLATION 


Click “l|” of the “Driver” folder in the CD drive folder, then 


select “Win” folder. 
Click [OK]. 


Browse For Folder 


‘Select the folder that contains drivers for your hardware. 


Desktop 
# ({) my Documents 
SY My Computer 
® “ Local Disk (C:) 
3 ex ICOM (0:) 


“Gwe ) (Gwn_) Select 


D wnne 


Tavemervenrocemice: ClCK fae 


= 


(8 Click [Next>]. 


Found New Hardware Wizard 


Please choose your search and installation options. S 


@ Search for the best driver in these locations. 


Use the check boxes below to limit or expand the default search, which includes local 
paths and removable media. The best driver found will be installed. 


Search removable media (floppy, CD-ROM...) 
[¥] Include this location in the search: 
D:\Driver\Win [Browse _| 


© Don't search. | will choose the diver to install 


Choose this option to select the device driver from a list. Windows does not guarantee that 
the driver you choose will be the best match for your hardware, 


Click 


@9The Wizard starts searching for the driver and shows the 
dialog below during search. 


Found New Hardware Wizard 


Please wait while the wizard searches... 


Oe CP2101 USB to UART Bridge Controller 


% 


Cancel 


@0 After the driver is found, the “Hardware Installation” dialog 
box appears as below. 
Click [Continue Anyway] to start the installation. 
Hardware Installation 
The software you are installing for this hardware: 
(CP210x USB to UART Bridge Controller 
has not passed Windows Logo testing to verily its compatibility 


with Windows XP. (Tell me why this testing is important, 


Continuing your installation of this software may impair 
or destabilize the correct operation of your system 
either immediately or in the future. Microsoft strongly 


recommends that you stop this installation now and 
contact the hardware vendor for software that has 
passed Windows Logo testing. 


Click 
STOP Installation | 


@) Windows starts installing the USB driver. 


Found New Hardware Wizard 


Please wait while the wizard installs the software... 


3 CP210x USB to UART Bridge Controller 
e 


stabomnt.sys 
To C:AWINDOWS \spstem32\DRIVERS 


(COCCCCCCCCCCCCCeeeeee reece} 


@ After the installation is completed, click [Finish]. 


Found New Hardware Wizard 
Completing the Found New 
Hardware Wizard 
The wizard has finished installing the software for: 
3 CP210x USB to UART Bridge Controller 


Click Finish to close the wizard. . 
l Click 


DRIVER INSTALLATION 2 


@ After clicking [Finish], the dialog appears as below. 


i) Found New Hardware x 


Your new hardware is installed and ready to use. 


@) Eject the CD. 
¢ Restarting the PC is recommended. 
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2 DRIVER INSTALLATION 


7 Microsoft® Windows® 2000 


7 NOTE: Driver installation with CD is required when an ad- 
ditional Main unit is connected to the PC (i.e. 2 or more IC- 
PCR1500 or IC-PCR2500s (same model) are connected 
to the PC). In such a case, install the driver as shown 
“ below. 


MMM 


@ uit all applications when Windows is running. 
(®Connect the Main unit to the desired PC’s USB port with 
the supplied USB cable. 


Y GY, CAUTION: Icom Inc. assumes no responsibility for the 
Y receiver’s operation resulting from the use of any other 
Y USB cable other than the one supplied by Icom in the 
% original IC-PCR1500 or IC-PCR2500 package. 

@) Insert the CD into the appropriate CD drive. 

@Turn the Main unit power ON. 


* The power indicator lights. 
* “Found New Hardware” appears as below. 


Found New Hardware ; 


CP2101 USB to UART Bridge Controller 
PY) 


Installing ... 


©The CP2101 USB device is detected automatically, and the 
“Found New Hardware Wizard” will come up as below. 
Click [Next>]. 


Found New Hardware Wizard 


Welcome to the Found New 
Hardware Wizard 


This wizard helps you install a device driver for a 
hardware device. 


To continue, click Next. 


@Select “Search for a suitable driver for my device (recom- 
menage) then click [Next>]. 


Install Hardware Device Drivers SN 
A device driver is a software program that enables a hardware device to work with eS 
an n operating s anton 


This wizard will complete the installation for this device: 
& CP2101 USB to UART Bridge Controller 
A device diver is a software program that makes a hardware device work. Windows 


needs diver files for your new device. To locate driver files and complete the 
installation click Next, 


‘What do yc 
Select (ga 
c pie a list of the known drivers for this device so that | can choose a specific 

ct 


Click 
ae (ee 


@Select “Specify a location,” then click [Next>]. 


Found New Hardware Wizard 


Locate Driver Files ~ 
‘Where do you want Windows to search for diver files? S 


Search for driver files for the following hardware device: 
a CP2101 USB to UART Bridge Controller 


The wizard searches for suitable divers in its criver database on your computer and in 
any of the folowing optional search lacations that you specify. 
To start the search, click Newt. Ifyou are searching on a floppy disk or CD-ROM dive, 
insett the floppy disk or CD before clicking Next. 


Optional search locations: 
T Feongakaves \ No check 


FF PD-RAM drives marks Y 


Select 


; mon onamaarre Update 


Click 


oe (Ce 


®Click [Browse...]. 


Found New Hardware Wizard xi 


Insert the manufacturer's installation disk into the drive 
Q sae 


Copy manufacturers fles from: 


IC:\WINDOWS\Desktop * 


DRIVER INSTALLATION 2 


@Select the CD drive in “My Computer,” then click [Open]. 
* The CD drive folder name (e.g. “D”) is depending on a PC. 
Locate File 2x! 

Lookin ¢ Oe 


Clik 


My Computer Click 
My Network P. 
Fies oftype — [Sotup Infomation bn) y Cancel 


(0 Select the “Driver” folder in the CD drive, then click [Open]. 
Locate File 21x} 
lookin cow) Ss @ 


Click 


hardware. inf posi 


My Network P. ! 


Files of type: Setup Information (* inf) zi 
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2 DRIVER INSTALLATION 


@) Select “Win” in the “Driver” folder, then click [Open]. 


Locate File 21x! 
Look © © ef 


. ome 


Click 


File name: hardware. int x] 


My P, = 
Files of type: Setup Information (* inf) Zz ] Lancet 


(2 Select “Slabbus’” in the “Win” folder, then click [Open]. 


2x 


[awn —séiY CH 


Locate File 


FR) |B ystabwek 
€ mn [5] slabwdm 
Desktop 
a 
My Documents 
(a 


= 
My Computer 


Click 


File name: slabbus Ba 


wy ‘ (5) 
Files of type: [Setup Information (=i) =] ree] 


Click [OK]. 


Found New Hardware Wizard 


Insert the eniecuels tl disk into the drive j 
9 ms (ao 


_taneet J 


Copy manufacturer's files from: 


DADriver\Win — wae 


(4When the driver is found, the following dialog is displayed. 
Click [Next>] to start the installation. 


Found New Hardware Wizard 


Driver Files Search Results 
The wizard has finished searching for driver files for your hardware device. 


The wizard found a driver forthe following device: 
% CP2101 USB to UART Bridge Controller 


‘Windows found a driver for this device. To install the driver Windows found, click Next. 


& di\driver\win\slabbus.inf 


@ After the installation is completed, click [Finish]. 


Found New Hardware Wizard 


Completing the Found New 
Hardware Wizard 


® CP210x USB Composite Device 


‘Windows has finished installing the software for this device. 


To close this wizard, click Finish. Cc | ick 


(The “Found New Hardware Wizard” appears again. 


Click [Next>]. 


Found New Hardware Wizard 


Welcome to the Found New 
Hardware Wizard 


This wizard helps you install a device driver for a 
hardware device. 


To continue, click Newt 


Click 


DRIVER INSTALLATION 2 


(Select “Search for a suitable driver for my device (recom- 
mended),” then click [Next>]. 


Install Hardware Device Drivers Cw 
A device driver is a software program that enables a hardware device to work with y 
‘an operating system. 


This wizard will complete the installation for this device: 
® (P2101 USB to UART Bridge Controller 


A device driver is a software program that makes a hardware device work. Windows 
needs driver files for your new device. To locate driver files and complete the 
installation click Next. 


What 2 


r Dissey 2 Wail the knowin avers fot tig. devine 9 that can ohooes.< speci: 
er 


Click 


< Back Newt > Cancel 


Found New Hardware Wizard 


Locate Driver Files, bs 
‘Where do you want Windows to search for diver files? yy 


Search for driver files for the following hardware device: 
& CP2101 USB to UART Bridge Controller 


The wizard searches for suitable drivers in its driver database on your computer and in 
any of the following optional search locations that you specify, 

To start the search, click Next Ifyou are searching on a floppy disk or CD-ROM dive, 
insett the floppy disk or CD before clicking Next. 


Optional search locations: 


T Fésajaceawes \, No check 
CD-ROM drives marks % 
Select  Specity a location 


To asamaaane Update 
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2 DRIVER INSTALLATION 


@9 Click [Browse...]. 
Lo) PE ee a 
[Pes] 
Copy manufacture’ les fom: Click 
IC:\WINDOWS \Desktop hd 
——EeyE——EEEE————————— 


@0 Select the CD drive in “My Computer,” then click [Open]. 


* The CD drive folder name (e.g. “D”) is depending on a PC. 
Locate File 2) xi) 

ee © © ak 

MU [Sesrove) SSS 


Desktop 


File name: hardware. inf 7 


Files of type: [Setup Information (*.inf) ph 


@) Select the “Driver” folder in the CD drive, then click [Open]. 


Locate File 2| x! 
~*] «ac 
Click 
= File name: hardware.int x] 
My Network P, a 
Files of type: |Setup Information (* inf) Fa| 
@2 Select “Win” in the “Driver” folder, then click [Open]. 
Locate File 2) x! 


x] © © ef 


Click 


File name: hardware. inf + 


Files of type: [Setup Information [*.inf) a poneey 


My Network P 


@ Select “Slabw2k’ in the “Win” folder, then click [Open]. 


ax) 
Look in: [ win x] «er 
- Ej slabbus 


My Documents 


& 


= 


Click 


File name: slabw2k ea 
M atk P. 
Files of type: Setup Information (*.inf) 7 Lance! 


@Click [OK]. 


Found New Hardware Wizard x 
Inset the manufacturer's installation disk ito the dive : 
selected, and then cick OK, Click 
Lancel 


Copy manufacturer's files from: 


D:\Driver\win, gi 


DRIVER INSTALLATION 2 


@ When the driver is found, the following dialog is displayed. 
Click [Next>] to start the installation. 


Found New Hardware Wizard 


Driver Files Search Results x 
The wizard has finished searching for driver files for your hardware device. 


The wizard found a driver for the following device: 
® CP2101 USB to UART Bridge Controller 


Window's found a driver for this device. To install the driver Windows found, click Next. 


& d\driver\win\slabw2k. inf 


@6 After the installation is completed, click [Finish]. 


Found New Hardware Wizard 


Completing the Found New 
Hardware Wizard 


® CP210x USB to UART Bridge Controller 


‘Windows has finished installing the software for this device. 


To close this wizard, click Finish, iG | ick 


@ Eject the CD. 
¢ Restarting the PC is recommended. 


2 DRIVER INSTALLATION 


# Microsoft® Windows® 98SE 


@Quit all applications when Windows is running. 
(Connect the Main unit to the desired PC’s USB port with 
the supplied USB cable. 


GY, CAUTION: Icom Inc. assumes no responsibility for the 
receiver’s operation resulting from the use of any other 
Y USB cable other than the one supplied by Icom in the 
Y original IC-PCR1500 or IC-PCR2500 package. 


@)Insert the CD into the appropriate CD drive. 

@Turn the Main unit power ON. 
* The power indicator lights. 

©The CP2101 USB device is detected automatically, and the 
“Add New Hardware Wizard” will come up as below. Click 
[Next>]. 


Add New Hardware Wizard 


MS 


This wizard searches for new drivers for: 


CP2101 USB to UART Bridge Controller 


A device driver is a software program that makes a 
hardware device work. 


Click 


@Select “Search for the best driver for your device. (Recom- 
mended),” then click [Next>]. 


‘What do you want Windows to do? 


py Select i 


© Display a list of all the drivers in a 
location, so you can select the driver you want, 


Click 


eet _coet_| 


@Select “Specify a location:”, click [Browse...]. 


Add New Hardware Wizard 


‘Windows will search for new drivers in its driver database 
‘on your hard drive, and in any of the following selected 
locations. Click Next to start the search. 
T Eloppy disk drives 
T CD-ROM dive Becieck 
2 marks 4 
Pe T Microsoft Windows Update 

= Select ae 


JEAWINDOWS\Desktop Fal 


[tees | 


@®Click “[+]" of the CD drive folder in “My Computer”. 
* The CD drive folder name (e.g. “D”) is depending on a PC. 


: 5) My Computer 
3% Floppy (&:) 
:) 


Printers 
Control Panel 
Dial-Up Networking 
{@] Scheduled Tasks 
3) My Documents 
4 Intemet Explorer 
ig) Network Neighborhood 


Recurle Rin 


@ Select “Win” in the “Driver” folder, click [OK.] 


Browse for Folder 


DRIVER INSTALLATION 2 


(Click [Next>]. 


Add New Hardware Wizard 


(When the driver is found, the following dialog is displayed. 
Click [Next>] to start the installation. 


2 DRIVER INSTALLATION 


(2 After the installation is completed, click [Finish]. 


Add New Hardware Wizard 


CP210x USB Composite Device 


‘Windows has finished installing the software that your new 
hardware device requires. 


(3 The “Add New Hardware Wizard” appears again. 


Click [Next>]. 


Add New Hardware Wizard 


This wizard searches for new drivers for: 


CP2101 USB to UART Bridge Controller 


A device driver is a software program that makes a 
hardware device work. 


(4 Select “Search for the best driver for your device. (Recom- 
mended),” then click [Next>]. 


Add New Hardware Wizard 


‘What do you want Windows to do? 


© Display a list of all the drivers in a specific 
location, so you can select the driver you want. 


(5 Select “Specify a location:”, click [Browse...]. 


Add New Hardware Wizard 


‘Windows will search for new drivers in its driver database 
‘on your hard drive, and in any of the following selected 
locations. Click Next to start the search. 

T™ Eloppy disk drives 

. No check 

I~ CD-ROM drive 

marks ¥ 


T Microsoft Windows Update 


JCAWINDOWS\Desktop 


F| 
Click 


cae 


DRIVER INSTALLATION 2 


(6 Click “[+)’ of the CD drive folder in “My Computer.” (8 Click [Next>]. 
* The CD drive folder name (e.g. “D”) is depending on a PC. Add New Hardware Wizard 


Control Panel 
Dial-Up Networking 


[-@ Intemet Explorer 
8g) Network Neighborhood 


«ABW Recucle Rin 


When the driver is found, the following dialog is displayed. 
Click [Next>] to start the installation. 


2 DRIVER INSTALLATION 


@0 After the installation is completed, click [Finish]. 


Add New Hardware Wizard 


<. CP210x USB to UART Bridge Controller 


‘Windows has finished installing the software that your new 
hardware device requires. 


@) Eject the CD. 
* Restarting the PC is recommended. 


@ Microsoft® Windows® Me 


@uit all applications when Windows is running. 
@Connect the Main unit to the desired PC’s USB port with 
the supplied USB cable. 


G CAUTION: Icom Inc. assumes no responsibility for the 
G receiver’s operation resulting from the use of any other 
USB cable other than the one supplied by Icom in the 
Z original IC-PCR1500 or IC-PCR2500 package. 


@Insert the CD into the appropriate CD drive. 
@Turn the Main unit power ON. 

* The power indicator lights. 

* “New Hardware Found” appears as below. 


USB Device 
eed 


OMS 


‘Windows has found new hardware and is locating the software for it. 


DRIVER INSTALLATION 2 


@The CP2101 USB device is detected automatically, and the ©Select “Search for the best driver for your device. (Recom- 
“Add New Hardware Wizard” will come up as below. mended),” then select “Specify a location:”, click [Browse]. 
Select “Specify the location of the driver (Advanced),” then [Add New Hardware Wizard 


click [Next>]. 


Add New Hardware Wizard 


‘Windows will search for new drivers in its driver database 
‘on your hard drive, and in any of the following selected 


@ 
eos ese fx es cv ox foun device. 


z Removable — (Floppy. CD-ROM. ~ 


Soe (Fiesre) —CickE 
fe: AWINDUWS Wesktop v Browse 


© Display a list of all the drivers in a specific location, so 
you can select the driver you want. 


Windows has found the following new hardware: 
USB Device 


‘Windows can automatically search for and install software 

that supports your hardware. If your hardware came with 
installation media, insert it now and click Next. 

What would you like ta do? 

Automatic search for a better driver (Recommended) 


Select ( Siecle leeaion athe diver (advances 


< Back Cancel 


@Click “(4)” of the CD drive folder in “My Computer.” 
* The CD drive folder name (e.g. “D”) is depending on a PC. 


Browse tor Folder IES 


Select the folder that contains driver information (.INF file) for 


Desktop 
=) My Computer 
ekg) 3% Floppy (A) 


{33 Control Panel 

(| DistUp Networking 
{B) Scheduled Tasks 
-) My Documents 
Intemnet Explorer 
Network Neighborhood 
Rerucle Rin : a 


Sa 
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2 DRIVER INSTALLATION 


@®Select “WinMe’ in the “Driver” folder, click [OK]. 


Browse for Folder 


ial-Up Networkina 
Seherkiled Ta: j 


0 


wD) 


When the driver is found, the following dialog is displayed. 


Click [Next>] to start the installation. 


Add New Hardware Wizard 


d2The “Add New Hardware Wizard” appears again. Select 
“Specify the location of the driver (Advanced),” then click 
[Next>]. 


Add New Hardware Wizard 


Windows has found the following new hardware: 
P2101 USB to UART Bridge Controller 
‘Windows can automatically search for and install software 
thet supports your hardware. If your hardware came with 
media, insert it now and click Next. 
What would you like ta do? 
Automatic search for a better driver (Recommended) 


@ Specily the location of the diver Advanced} 


Click 


Bok coat | 


(3 Select “Search for the best driver for your device. (Recom- 
mended),” then select “Specify a location:”, click [Browse]. 


Add New Hardware Wizard 


‘Windows will search for new drivers in its driver database 
‘on your hard drive, and in any of the following selected 


c pees for the best driver for your device, 
ec 
Removable — (Floppy. CD-ROM. ~ Click 
Select - 


— | =](__tome 


© Display a list of all the drivers in a specific location, so 
you can select the driver you want. 


<Back Cancel 


DRIVER INSTALLATION 2 


(Click “(4)” of the CD drive folder in “My Computer.” 
* The CD drive folder name (e.g. “D”) is depending on a PC. 


Browse for Folder 21x) 
Select the folder that contains driver information (.INF file) for 
this device. 


J My Computer 
ee") a aie (A) 


Click Cream 
Printers 


{3a Control Panel 
@) DiatUp Networking 
(B) Scheduled Tasks 
J My Documents 
Intemet Explorer 
& Network Neighborhood 
Sea Recucle Rin =i 


Co | 


(5 Select “WinMe’ in the “Driver” folder, click [OK]. 
21x) 


Select the folder that contains diver information (.|NF file) for 
this device. 
Desktop 
5) My Computer 
Ee) 3% Floppy [A] 
eS (C) 
 & Icom (D:) 


{@) Printers 

(33) Control Panel 

{23) Dial-Up Netwotine 

FAI Schediiled Ta Click | 


us | Cancel _| 
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2 DRIVER INSTALLATION 


(Click [Next>]. 


@When the driver is found, the following dialog is displayed. 


Click Maca to start the installation. 


(After the installation i is completed, click [Finish]. 


@9Eject the CD. 
« Restarting the PC is recommended. 


APPLICATION INSTALLATION 3 — 


# Installation 


@Auit all applications when Windows is running. 

@Insert the CD into the CD drive. 

@Open the CD drive contents via “My computer” or “Win- 
dows Explorer.” 
* “Driver” and “Pcr1500_2500” folders are included. 

@Double click “Setup.exe’ file in “Pcr1500_2500” folder. 


& Pcr1500_23500 © JE)) 
Ble Edt View Favorites Tools Hel 


+ © B Prswach  rolders F~ 


ivess (GQ D:¥Pcr1500_2500 


CD Writing Tasks 


@ Wrte these fies to co 


File and Folder Tasks 


2 Make a new Folder 
@ Pubich thi Folder to the 
Web 


Other Places 


© tcomo 
My Documents 

© Shared Documents 
© hy Network Places 


Double click 


* The “InstallShield® Wizard” starts preparing the installation. 


en Starting InstallShield Wizard. 


©Select the display language type from “English” or “Japan- 
ese.” Click [Next>]. Em 


IC-PCR1500/2500 - InstallShield Wizard 


Choose Setup Language 
Select the language for the installation from the choices below. 


English 
Japanese 


Click 


© After the preparation, the following dialog is displayed. 
Click [Next>]. 


Icom IC-PCR1500/2500 Setup 


Welcome to the InstallShield Wizard for 
IC-PCR1500/2500 


The InstallShield Wizard will install IC-PCR1500/2500 on 
your computer. To continue, click Next. 


3 APPLICATION INSTALLATION 


@Contfirm the location, then click [Next>] to start the installation. 
* Click [Browse...] then type the desired location if you specifying 
the installation location. 


Icom IC-PCR1500/2500 Setup 


Choose Destination Location 
Select folder where setup wil install files. 


Setup will install IC-PCR1500/2500 in the following folder. 


To install to this folder, click Next. To install to a different folder, click Browse and select 
another folder. 


Destination Folder 
C:\Program Files\Icom\IC-PCR1500_2500 


nstallShield 


* The installation starts. 


Icom IC-PCR1500/2500 Setup 
Setup Status 


IC-PCR1500/2500 is configuring your new software installation. 


Installing Installing Program Files... 
C:\Program Files\Icom\IC-PCR1500_2500\PCR1500.exe 


CCT 


@®After the installation is completed, click [Finish]. 


Icom IC-PCR1500/2500 Setup 


InstallShield Wizard Complete 


Setup has finished installing IC-PCR1500/2500 on your 
computer. 


@Eject the CD. 
* The IC-PCR1500_2500 shortcut icon is created on the desktop. 
* Restarting the PC is recommended. 


APPLICATION INSTALLATION 3 


@ Launching the IC-PCR1500_2500 


© Microsoft® Windows® XP © Microsoft® Windows® 98SE/Me/2000 

@Before launching the program, please be sure the Main @Before launching the program, please be sure the Main 
unit is turned ON. unit is turned ON. 
* The power indicator lights green. * The power indicator lights green. 

@Click the [Start] button and point to [All Programs]. (Click the [Start] button and point to [Programs]. 

@Point to the “IC-PCR1500_ 2500” folder. (3)Point to the “IC-PCR1500_ 2500” folder. 

@Click the “IC-PCR1500_ 2500” program. @ Click the “IC-PCR1500_2500” program. 
(or simply double click the desktop short cut icon as below, which (or simply double click the desktop short cut icon as below, which 
was automatically created during application installation.) was automatically created during application installation.) 


a) Windows Update fe") Outlook Express 


~ [2 PowerDYD 
Qe P vi . 
Z ower? p= Remote Assistance 


© Windows Media Player 
Notepad 


48 Windows Messenger 


(A Acrobat Reader 5.0 a Windows Movie Maker 


> @ internet Explorer 
‘a Outlook Express 
& Settings » 


(3 Adaptec Easy CD Creator 4 > 


= Ic-Pcri500_29 


[2} Acrobat Reader 5.0 
(2) All Programs 0 == IC-PCR1500_2500 


Y error note, wait approx. 20 seconds Y NOTE: If you see a “Communication 
Y; before lanunching the program. GY error” note, wait approx. 20 seconds 


e 
Y before lanunching the program. 


3 APPLICATION INSTALLATION 


@ Uninstall 


In this section, screen shots of Windows XP are used for the 
instruction example. However, the instructions are similar to 
the other operating systems, Windows 98SE, Me and 2000. 


@Start up Windows. 
(2 Select the “Control Panel” in the Start menu. 

* The control panel appears as shown in the next step below. 
(3)Click the “Add or Remove Programs.” 

* The “Add or Remove Programs” menu appears. 


Vz Control Panel S 


GB Switch to classic view 


See Also 


Bee ee” Network and Internet = 
| letwork and Interne! 

@) Help and Support Be vay. User Accounts 
+> 


{© Other Control Panel 
‘Options 
Add or Remove Programs te, Time, Language, and 
Click S2=a5 
‘ si 
F 6 Add or Remove Programs 


Pick a category 


= 


= 
ca Appearance and Themes 
« 


@Click the “Icom IC-PCR1500/2500,” then click [Change/Re- 
move]. 


1% Add or Remove Programs 


B Currently installed programs: Show updates Sort by: [Name v 
Change or 
Remove 
Programs: 


| [Ay Adobe acrobat 5.0 12,.64MB ) 


| 
ALP Touch Pad Driver 
| 


|B! conexant D110 MDC ¥.9x Modem i 0.51MB, 
Add New | 
Programs |! CP210x USB to UART Bridge Controller 

| Bi Digital Line Detect 0.24MB 


‘om IC-PCR1500/2500 


"8K Broadcom Management Programs 2 2.07MB 


Add/Remove 
Windows 
Components 

|B Intel(R) Graphics Media Accelerator Driver for Mobile 
@ & Internal Network Card Power Management 
| 


* The “InstallShield® Wizard” starts preparing the installation. 


<a Stating InstallShield Wizard, 


©)Select the display language type from “English” or “Japan- 
ese,” click [Next>]. 


IC-PCR1500/2500 - InstallShield Wizard 


Choose Setup Language 
Select the language for the installation from the choices below. 


English 


Japanese 


@®Atter the preparation, “Confirm Uninstall” appears, click 
[OK] to remove the program from the PC. 


Confirm Uninstall (x) 


Do you want to complete Cig) = selected application and all ofits Features? 


¢ The uninstallation starts. 


Icom IC-PCR1500/2500 Setup 
Setup Status 


IC-PCR1500/2500 is configuring your new software installation. 


Uninstalling Installing Program Files... 
C:\Program Files\lcom\IC-PCR1500_2500\preset_e2.mch 


(ni 


APPLICATION INSTALLATION 3 


@After the uninstall is completed, click [Finish]. 


Icom IC-PCR1500/2500 Setup 


Uninstall Complete 


InstallShield Wizard has finished uninstalling 
IC-PCR1500/2500. 


—) 4 PANEL DESCRIPTION 


@ Application screens (on PC screen) 


© Tool bar 
The application screen can be seen after the application installation. See page 25 for details. 
IC-PCR2500 IC-PCR1500 @COMPONENT BUTTON (pgs. 37, 45) 


Click to display the Component screen. 
@SIMPLE BUTTON (pgs. 36, 46) 
Click to display the Simple screen. 
© MULTI CHANNEL MONITOR BUTTON (p. 110) 
Click to make the multi channel monitor screen appear/dis- 
appear. 
Q@DIGITAL MENU BUTTON (p. 118) 
Click to select the DV digital menu or P25 digital menu. 
@DIVERSITY OPERATION BUTTON (p. 66) 
Click to make the diversity reception mode ON and OFF. 
@AUDIO SETTING BUTTON (p. 106) 
Click to make the audio setting screen appear/disappear. 
@CLONE BUTTON (p. 130) 
Click to make the cloning screen appear/disappear. 
@EXIT BUTTON (p. 46) 
Click to quit the control program. 
@MAIN/SUB BUTTONS (p. 67) 
Click to select the Main band/Sub band during dualwatch 
operation. 
@USB PORT SETTING BUTTON (p. 128) 
Click to make the USB setting screen appear. 


@SETTING BUTTON 
For IC-PCR1500 (pgs. 55, 116) 
Click to make the auto mode setting list, short cut key list 
and etc. screen appear/disappear. 
For IC-PCR2500 (pgs. 55, 116, 119, 121) 
Click to make the auto mode setting list, short cut key list, 
DV*! mode setting, P25** mode setting and etc. screen ap- 
pear/disappear. 
*1: The optional UT-118 is required. 
*2: The optional UT-122 is required. 
Some versions already come with the UT-122 installed. 
(@ RECORDING BUTTON (p. 112) 
Click to make the recording screen appear/disappear. 
@®SINGLE BAND/DUALWATCH BUTTON (p. 64) 
Click to toggle the single band operation and dualwatch op- 
eration. 
@DSP DIGITAL FILTER BUTTON (pgs. 117) 
Click to make the DSP digital filter screen appear/disappear. 
@®DTMF REMOTE COMMANDER BUTTON (p. 104) 
For IC-PCR1500 
Click to make the DTMF remote commander screen ap- 
pear/disappear. 


PANELDESCRIPTION 4 


For IC-PCR2500 
Click to make the DTMF remote commander screen ap- 
pear/disappear for main band (right button) and sub band 
(left button). The DTMF remote commander screen for sub 
band can not be accessed when optional UT-108 is not in- 
stalled or during single band operation or diversity receive 
mode. 

@ MEMORY CHANNEL BUTTON (pgs. 69, 112) 
Click to make the memory channel screen appear/disap- 
pear. 

@ MULTI-FUNCTION RECEIVER BUTTON (pgs. 32, 44) 
Click to display the Multi-function receiver screen. 

@®POWER BUTTON (p. 44) 
Click to make the control program connection to Main unit 
connect/disconnect. 
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PANEL DESCRIPTION 


© [Receiver] (Multi-function receiver) screen 


IC-PCR2500 


can 


CONDITION: PRO 


<0 
500.000 


PROG 


DOWN UP 
MEMORY 


=75, [STOP START P, 


fm) (>) (an) [+ )span(=] [FREQ] {Time | [@ |save[m | 


| [PROG | [ AUTO] { MEMO] [T-scAN] { PRIO][ wx || [um] [Mm] 


LMct | 
Cw | 


TSQL 


DTCs 


adi 
t 


D.SOL 


mania 


| 
o 6 


qq 


AGC 


é 


oceans Siew | 


Cm) (>) (an) ((#)s 


STOP START PAUSE: 


666 6 


ion 


IC-PCR2500 
single band operation 


@CLOSE BUTTON (p. 46) 
Click to quit and exit the application screen. 


@MINIMIZE BUTTON 
Click to minimize the application screen. 


© RECEIVE MODE BUTTONS ([SSB], [CW], [AM], [WFM], 

[FM], [DV]*', [P25]** and [AUTO-M)]) (pgs. 54, 55) 

Click to select a receive mode. 

¢ When using [AUTO-M] (automatic mode), a receive mode, IF 
filter passband width, tuning step, etc., are selected automatically 
after inputting a frequency. 

*1, *2: For IC-PCR2500 only. 

*1: The optional UT-118 is required. 

*2_: The optional UT-122 is required. 

Some versions already come with the UT-122 installed. 


@SCAN SPEED CONTROL [SPEED] (p. 91) 
Click to set the scan speed at which channels or frequen- 
cies are searched during scan operation. 
* Right-click to increase the speed level. (Scan is faster) 
* Left-click to decrease the speed level. (Scan is slower) 
@SCAN DELAY TIME CONTROL [DELAY] 
Click to set the period in which a scan pauses after receiv- 
ing a signal. 
* Right-click to increase the period. 
+ Left-click to decrease the period. 
@SET BUTTON [SET] (p. 90) 
Click to show the [Scan Delay] screen. 
This screen is used for the settings of the scan delay 
details. 
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@ AUDIO FREQUENCY GAIN CONTROL [AF GAIN] (p. 52) 
Click to adjust the audio output level. 
+ Right-click to increase the audio output level. 
+ Left-click to decrease the audio output level. 
@SQUELCH CONTROL [SQUELCH] (p. 53) 
Click to adjust the squelch threshold level. 
The squelch removes noise output from the speaker 
(closed condition) when no signal is received. 
+ Right-click to close the squelch. 
+ Left-click to open the squelch. 


@OMONITOR BUTTON [MONI] (p. 56) 
Click to turn the monitor function ON or OFF. 
The monitor function is used to temporarily open the 
squelch to listen for a weak signal. 


@ MUTE BUTTON [MUTE] (p. 56) 
Click to turn the mute function ON or OFF. 
This function is used to temporarily mute the audio output. 


@TUNING DIAL (p. 48) 
Click to set the receive frequency with the selected tuning 
step. 
* Right-click to increase the frequency. 
+ Left-click to decrease the frequency. 


@DUPLEX BUTTON [DUP] (p. 57) 
=» Right-click to display the offset frequency setting screen. 
=» Left-click to set the duplex direction from OFF (no 
indication), DUP —, and DUP +. 
®TUNING STEP UP/DOWN BUTTONS [A]/[¥] (p. 50) 
=» Right-click to display the tuning step setting screen. 
=» Left-click to select the tuning steps in order. 
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@IF-SHIFT CONTROL (p. 61) 
Click to set a signal passband position. 
* Right-click to increase the signal passband position. 
+ Left-click to decrease the signal passband position. 


@CENTER KEY [CENTER] (p. 61) 
After setting a signal passband position with clicking the IF- 
shift control, click to return to the center position. 


@IF FILTER BUTTONS [WIDE]/[NAR] (p. 58) 
Click to change the IF filter in use. 
* Click [WIDE] to select a wide filter. 
* Click [NAR] to select a narrow filter. 
“Usable IF filter is according to the receive mode. 
@PROGRAMMED SCAN BUTTON [PROG] (p. 81) 
Click to start/stop a programmed scan. 
« “PROG Scan” blinks during scanning. 
@® AUTO MEMORY WRITE SCAN BUTTON [AUTO] (p. 84) 
Click to start/stop an auto memory write scan. 
« “AUTO MW Scan” blinks during scanning. 
@MEMORY SCAN BUTTON [MEMO] (pgs. 86, 88) 
Click to start/stop a memory scan. 
* “MEMO Scan” blinks during scanning. 
@ TONE SCAN BUTTON [T-SCAN] (p. 97) 
Click to start/stop a tone scan. 
* “TONE Scan” blinks during scanning. 
@ PRIORITY SCAN BUTTON [PRIO] (p. 92) 


Click to start/stop a priority scan. 
« “PRIO Scan” blinks during scanning. 


@ WEATHER ALERT BUTTON [WX] (p. 62) 
Push to start the weather alert function. (USA and 
CANADA version only) 
° “WX” appears. 
@SCAN PAUSE BUTTON [I] 
Push to pause/resume a scan. 
« “Pause” blinks during scan is pausing. 
@SCAN STOP BUTTON [i] 
Push to cancel a scan operation. 


@SWEEP STOP BUTTON [ml] (p. 98) 
Click to cancel a band scope operation. 


@ SWEEP START BUTTON [P] (p. 98) 
Click to start the band scope operation which is used to 
observe signal conditions around the receive frequency. 


@ SWEEP PAUSE BUTTON [II] (p. 98) 

Click to pause/resume a band scope sweeping. 
@% NOTE: While using the band scope function, audio is 
disabled in SSB and CW modes. To monitor the fre- 
quency, push [Il] to pause the function, or push [I] to 
U, cancel the function. 


@SPAN (TIME) UP/DOWN BUTTON [+]/[-] 
When “FREQUENCY” mode is displayed; 
Click to select the band scope edge frequency. (p. 98) 
When “TIME” mode is displayed; 
Click to select the time interval to show the receiving 
signal. (p. 98) 


AQ 


@ FREQUENCY BUTTON [FREQ] (p. 98) 
Click to show the receiving signal relative to signal strength 
while sweeping. 

€ TIME BUTTON [TIME] (p. 98) 
Click to show the received signal strength in the specified 
time period while sweeping. 

@ REC BUTTON [@] (p. 100) 
Click to start saving the sweep data. 

@STOP BUTTON [8] (p. 100) 
Click to stop saving. 

@ MEMORY WRITE BUTTON [MW] (p. 70) 
Click to write the current receive frequency into the 
selected memory channel. 


€) MEMORY CLEAR BUTTON [MCL] (p. 76) 
Click to clear the displayed memory channel contents. 


€ BANK UP/DOWN BUTTONS [A]/[¥V] (p. 68) 
Click to change the memory bank. 
€) MEMORY CHANNEL UP/DOWN BUTTONS [A]/[¥] 
(p. 68) 
Click to change a memory channel. 
€ AUTOMATIC GAIN CONTROL BUTTON [AGC] (p. 60) 
Click to toggle the AGC (Automatic Gain Control) time 


constant between slow and fast. 
* “AGC-F” appears when the AGC fast is selected. 
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€ ATTENUATOR BUTTON [ATT] (p. 59) 
Click to turn the ATT (Attenuator) function ON or OFF. 
« “ATT” appears when the ATT function is turned ON. 


€ NOISE BLANKER BUTTON [NB] (p. 60) 
Click to turn the NB (Noise Blanker) function ON or OFF. 
« “NB” appears when the NB function is turned ON. 


@ AUTOMATIC FREQUENCY CONTROL BUTTON [AFC] 
(p. 59) 
Click to turn the AFC (Automatic Frequency Control) 


function ON or OFF. 
« “AFC” appears when the AFC function is turned ON. 


@ VOICE SQUELCH CONTROL BUTTON [VSC] (p. 61) 
Click to turn the VSC (Voice Squelch Control) function ON 
or OFF. 

* “VSC” appears when the VSC function is turned ON. 


@DTCS SETTING BUTTON [DTCS] (p. 95) 
> Click to turn the DTCS squelch ON or OFF. 
* “DTCS” appears when the DTCS squelch is turned ON. 
* Available only when FM mode is selected. 
= When the DTCS squelch is turned ON, right-click to 
display the [DTCS] screen. 


@TSQL SETTING BUTTON [TSQL] (p. 94) 
=» Click to turn the tone squelch ON or OFF. 
* “TSQL” appears when the tone squelch is turned ON. 
* Available only when FM mode is selected. 
= When the tone squelch is turned ON, right-click to 
display the [TSQL] screen. 
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@b DSQL SETTING BUTTON [DSQL] 

=» Click to turn the digital squelch ON or OFF. 

+ Available only when DV *! or P25 ** mode is selected. 

» When the digital squelch is turned ON, right-click to 
display the [DV Digital SQL] or [P25 Digital SQL] 
screen. 

1, *2 : For IC-PCR2500 only. 

*1: The optional UT-118 is required. 

*2 _: The optional UT-122 is required. 

Some versions already come with the UT-122 installed. 


@ENTER KEY [ENT] 
Click to enter the frequency when the desired receive 
frequency is input via the 10-keypad (@) or PC keyboard. 


@ MEMORY CHANNEL KEY [Mch] 
Click to call the memory channel when the desired channel 
number is input via the 10-keypad (@) or PC keyboard. 


@ TENKEY— DECIMAL BUTTON [.] 
Click to set the MHz digit when inputting a frequency via 
the 10-keypad. 


@ TENKEY— CLEAR BUTTON [CE] 
Click to clear the mistake while inputting a receive 
frequency or memory channel number via the 10-keypad 
(@) or PC keyboard. 

@ TENKEY— 10-KEYPAD [1] to [0] 
The 10-keypad can be used for several functions as below: 
* Direct receive frequency input. 
* Memory channel input. 


© [Simple] screen 

The Simple screen buttons, controls, etc. operate the same 
as the Multi-function receiver screens. Please refer to the ex- 
planations on pages 33 to 36. 
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© [Compo] (Component) screen 

The Component screen buttons, controls, etc. operate the 
same as the Multi-function receiver screens. Please refer to 
the explanations on pages 33 to 36. 
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© Function display (on Multi-function receiver screen) 


- ? ® ® 
AFC WATT TSOLJR] 


@ TUNING STEP INDICATOR 
Indicates the tuning step digit. 

@ FREQUENCY READOUT 
Indicates the receive frequency and data as it is being 
input such as memory channel numbers, etc. 


© TUNING STEP INDICATOR (p. 50) 
This is the frequency increment used when selecting a fre- 
quency using the tuning dial and when searching for sig- 
nals using a scan function. 


© DUPLEX INDICATOR (p. 57) 
“DUP+’” appears when plus duplex, “DUP—” appears when 
minus duplex operation is selected. 

© SCAN INDICATOR (pgs. 82, 85, 87, 89, 93, 97) 
“PROG,” “AUTO,” “MEMO,” “T-SCAN” or “PRIO” appears 
during scanning. 

© WEATHER INDICATOR (pgs. 62, 63) 
Appears when weather function is turned ON. (USA and 
CANADA version only) 


@ CONDITION INDICATOR 
Indicates the receiver’s condition. 


© FM CENTER INDICATORS 
=» “<q” or “P” appears when the received signal is not tuned 
to its center frequency; or the squelch is closed. 
=» “’ appears when the received signal is tuned to its 
center frequency. 


OIF-SHIFT INDICATOR (p. 61) 
Indicates the received signal passband position. 


@IF-FILTER PASSBAND WIDTH INDICATOR (p. 58) 
Indicates the current signal passband width. 


@ MAXIMUM FREQUENCY SPAN INDICATORS (p. 99) 
=» Indicates the upper and lower observable frequency lim- 
its around a receive frequency. 
=» In the diagram, the upper and lower limits are + 500 
kHz. 


@® LIMIT/PAUSE INDICATOR (p. 99) 
> “LIMIT” appears when the tuning step (®) is larger than 
ihe automatic sweep step (®) setting. 
* The limit indicator is not indicated when the tuning step and 
the sweep step width are the same. 
> “PAUSE” appears while the band scope is pausing. 
@® FREQUENCY SPAN INDICATOR (p. 99) 
Indicates the frequency span selected with the [SPAN +] 
or [SPAN —] button. 
@® CENTER FREQUENCY INDICATOR (p. 99) 
Indicates the center frequency of the frequency span; this 
is for the currently received frequency. 
@® SWEEP STEP INDICATOR (p. 99) 
Indicates band scope sweep step. 
@ AFC INDICATOR [AFC] (p. 59) 
Appears when the AFC (Automatic Frequency Control) 
function is ON. 
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@ ATTENUATOR INDICATOR [ATT] (p. 59) 
Appears when the ATT (Attenuator) function is ON. 
@®TSQL/DTCS INDICATOR [TSQL]/[DTCS] 
=» “TSQL” appears when the tone squelch frequency is set. 
(p. 94) 
=» “DTCS” appears when DTCS code and the polarity are 
set. (p. 95) 
@ REVERSE/POCKET BEEP INDICATOR [R]/ 
=» “[R]” appears when the reverse action is set. 
(pgs. 94, 95) 
=> “Ey” appears when the pocket beep function is set. 
(p. 96) 
@VSC INDICATOR [VSC] (p. 61) 
Appears when the VSC (Voice Squelch Control) function is 
ON. 
@ AGC INDICATOR [AGC-F] (p. 60) 
“AGC-F” appears when the AGC fast is selected. 
@NB INDICATOR [NB] (p. 60) 
Appears when the NB (Noise Blanker) function is ON. 
@® FREQUENCY/TIME INDICATOR [FREQ]/[TIME] (p. 99) 
=» “FREQ” appears when Frequency mode is selected in 
the band scope operation. 
=» “TIME” appears when Time mode is selected in the 
band scope operation. 
@TIME INTERVAL INDICATORS (p. 99) 
Indicates the time interval to sweep the receiving signal. 
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@RECEIVE MODE INDICATORS (p. 54) 
Indicate the current receive mode. 

@ IF FILTER INDICATOR (p. 58) 
Indicates the selected IF filter. 

@ MUTE INDICATOR (p. 56) 
Appears when the squelch circuit mutes the received 
audio signal. 

@ MONITOR INDICATOR (p. 56) 
Appears during monitoring the operating frequency. 

@® S (SIGNAL) METER (pgs. 47, 53) 
=» Indicates the receive signal strength. 
=» Indicates the S-meter squelch receive level set via the 

[SQUELCH] control. 

€ BUSY INDICATOR [BUSY] 
Appears when receiving a signal or when signal noise 
opens the squelch. 

@ MEMORY BANK INDICATOR (p. 68) 
Indicates the memory bank number (and name if it is set) 
being received. 

@ MEMORY CHANNEL INDICATOR (p. 68) 
Indicates the memory channel number (and name if it is 
set) being received. 


© Function display (on Simple screen) 

The function display indicators on the Simple screen operate 
the same as on the Multi-function receiver screens. Please 
refer to the explanations on pages 38 to 40. 
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© Function display (on Component screen) 
The function display indicators on the Component screen op- 
erate the same as on the Multi-function receiver screens. 
Please refer to the explanations on pages 38 to 40. 
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@ Main unit 
© Front panel 


Speaker 


1 Front 


EEPOWER SWITCH [POWER] 
Turn the Main unit power ON and OFF. 


EAPOWER INDICATOR 


Lights green when the Main unit is turned ON. 


© Rear panel 


IC-PCR2500 
oe Rear 


DCIN \ packET 1A PACKET 2 
oOee | | CONTROLLER USB 


° 1s 
| 


PACKET jack connection EXT SP jack connection 
S77 AUDIO AUDIO 
GND<—_ GND<— 
2-conductor 3.5 (d) mm (14”)/100 kQ 2-conductor 3.5 (d) mm (14”)/8 Q 
IC-PCR1500 4) 


Rear 


@ ANTENNA CONNECTORS 
Connect a 50 @ antenna with a BNC connector and a 
50 coaxial cable. 
For IC-PCR2500 
[ANT 1] for Main band, [ANT2] for Sub band. 


For IC-PCR2500 

Two antennas must be connected to [ANT1] and [ANT2] 
during dualwatch operation or diversity operation. 
Diversity operation requires two antennas of the same 
performance in suitable places. Ask your antenna dealer 
for installation details. 


@DATA JACK [DATA] 
Connect to a PC via an RS-232 cable (D-sub 9 pin) for DV*! 
mode data communication in RS-232 format. 
*1: The optional UT-118 is required. 


Pin 2 (RxD), 

Pin 5 (GND) 

to [DATA] jack 5 4 

GND 
! @eo0oe@eo 
copes) ee 
RxD "] 

2.5(d) mm Less than 9 6 
10(d) mm RS-232 


(DB-9 female) 
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© PACKET JACKS [PACKET] 
Connect a TNC (Terminal Node Controller), etc. for data 
communications. The receiver can support 9600 bps 
packet communication (AFSk). 


Q@USB CONNECTOR [USB] 
Connects to a PC via a supplied USB cable. This connec- 
tor is only used for control software operation. 
GY, CAUTION: NEVER insert any other object than a USB 
G cable, such as a metallic object, otherwise Main unit 
Y may be damaged. 


@EXTERNAL SPEAKER JACK [EXT SP] 
Connects an 8 Q external speaker. 
* Audio output power is more than 0.5 W. 


@CONTROLLER [CONTROLLER] 

Connects to a controller via an extension cable. This con- 

nector is only used for IC-R1500 or R2500’s controller op- 

eration. 

* No connection is necessary when the control software is in use. 
G, CAUTION: NEVER insert any other object than the con- 
G troller cable, such as a metallic object, otherwise Main 
7, unit may be damaged. 


@POWER JACK [DC IN] 
Accepts 12 V DC +15% via the supplied DC power cable. 


@GROUND TERMINAL [GND] 
Connect this terminal to a ground. 


>s 
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@ Starting the control software 


@Before launching the program, please make sure the Main 
unit is powered ON. 
* The power indicator lights green. 

(®Launch the IC-PCR1500_2500 program. (p. 27) 

(3)Click the [Power] icon on the tool bar to connect the con- 
trol software and Main unit. 

@Click the desired icon, [Receiver], [Compo] or [Simple] 
on the tool bar to select the control screen that you want 


to use. 


[Power] ———+ [Compo] 

| (Component screen) 
[Receiver] ——- —— [Simple] 
(Multi-function Eases (Simple screen) 
receiver screen) ~~ 


© USB port confirmation 

After the software connection is turned ON (step @) as 
above), the following dialog box appears at the first time. 
Please confirm the connected PC’s USB port number and se- 
rial number of your Main unit, then click [OK]. 


Port Setting 


Search OK 


|¥ USB Audio Enable Click 
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@ Changing the control screen 


Click the desired control screen’s icon on the tool bar. 


> Click the [Receiver] icon for the Multi-function receiver 
screen. 
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> Click the [Compo] icon for the Component screen. 
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com TUNING PANEL =" 


‘com TUNING PANEL 
TENKEY 


-x 


TENKEY 


BANK 


ee 


‘oom MODE / VOL PANEL -X 


FILTER 


SIGNALING FUNCTION 


a 


ca 
(center) [osary 
‘com METER / SCAN PANEL -X 


SCAN CONTROL 


wa ©e08 


SPEED DELAY 


5 BASIC RECEIVE FUNCTIONS 


> Click the [Simple] icon for the Simple screen. 
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© Component screen selection 

Click the [Compo] icon to display the Component screen, 
then click again to display the Component screen menu. 
Select the each panel for indication. 


OL, 


''yiTuning «———— TUNING panel 


Check mark “sv” indicates that 
the each panel is selected. 


(B v Mode MODE/VOL panel 
iw iMeter/Scan METER/SCAN panel 
Lv scope SCOPE panel 


@ Closing the control screen 


Click the close button ([X]) to close the control screen. 

* Click the close button (X) in each [TUNING PANEL], [MODE/VOL 
PANEL], [METER/SCAN PANEL] and [SCOPE PANEL] when the 
Component screen is displayed. 


/722,«— Close button 
IC-PCR1500-—0 TX) 


@ Quitting the control software 
Click the [Exit] icon on the tool bar to quit the control soft- 
ware. 


@ Receiving 


Make sure the hardware installation is finished (p. 1) and the 
Main unit is turned ON (p. 42). 


(@Click the [Power] icon on the tool bar to turn power ON. 
@Click the desired icon, [Receiver], [Compo] or [Simple] 
on the tool bar to select the displayed receiver screen type 
that you want to use. 
@Click [AF GAIN] ({AF])* to set the audio level. 
* Right-click to increase the audio level. 
+ Left-click to decrease the audio level. 
¢ When clicking and holding [AF GAIN] ([AF])*, the audio level 
scrolls up or down. 
* Push the PC’s [¢] (UP) or [|] (DOWN) key also sets the audio 
level. 
@Click [SQUELCH] ([SQL])* to set the squelch level. 
* Right-click to increase the squelch level (tight squelch). 
+ Left-click to decrease the squelch level (loose squelch). 
¢ When clicking and holding [SQUELCH] ([SQL])*, the squelch 
level scrolls up or down. 
©)Set the receive frequency and mode. (pgs. 48, 54) 
@®When receiving a signal on the set frequency, squelch 
opens and the receiver emits audio. 
For [Receiver]/[Compo] screen 
* “BUSY” appears and the S-meter indicator shows the relative 
signal strength for the received signal. 
For [Simple] screen 
* “BUSY” indicator lights green. 


“Available only when [Simple] screen is displayed. 


BASIC RECEIVE FUNCTIONS 5 


¢ [Receiver] screen 
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@ Setting a frequency 


Depending on the situation, the receive frequency can be set 
using the following methods. Frequencies can be set from 
0.010 to 3299.9999 MHz. 


© Using the PC keyboard 


» Enter the desired frequency using the 10-keypad on the 


PC keyboard, then push [Enter] to set the frequency. 

* When inputting from the keyboard, click anywhere in the receiver 
screen first, then begin inputting the frequency. 

* If you make a mistake while inputting a frequency, click [CE] on 
the receiver screen to clear the input and return to the previous 
frequency. 

«When you want to change the 100 kHz digit and below, push [*] 
first, then the 10-keypad and then [Enter]. 

«When you want to set the 100 kHz digit and below to 0, input the 
MHz digits and then push [Enter]. 

¢ When inputting a frequency outside of the allowed receive fre- 
quency range, the previously selected frequency is automatically 
selected after clicking [Enter]. 


© Using the tuning dial 
=» Click [DIAL] to set the receive frequency with the selected 
tuning step. 
* Right-click to increase the frequency. 
+ Left-click to decrease the frequency. 
* When clicking and holding [DIAL], the frequency scrolls up or 
down. 
* The frequency changes according to the preset tuning steps. See 
pgs. 50 and 51 for selecting the tuning step. 


© Using the 10-keypad 
Using [Receiver]//[Compo] screen 
=» Click the desired 10-keypad, then click [ENT] to set the 
frequency. 
¢ If you make a mistake while inputting a frequency, click [CE] to 
clear the input and return to the previous frequency. 
«When you want to change the 100 kHz digit and below, click [+] 
first, then the 10-keypad and then [ENT]. 
¢ When you want to set the 100 kHz digit and below to 0, input the 
MHz digits and then click [ENT]. 
«When inputting a frequency outside of the allowed receive fre- 
quency range, the previously selected frequency is automatically 
selected after clicking [ENT]. 


¢ [Receiver] screen 
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10-KEYPAD 
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@ Setting a tuning step 


When using the tuning dial to change the frequency, or when 
a scan function is activated, the frequency changes in incre- 
ments determined by the set tuning step. The tuning step is 
adjustable. 


The following tuning step are available: 

°1Hz 10 Hz * 20 Hz * 50 Hz * 100 Hz 

* 500Hz °1 kHz * 2.5 kHz ° 5 kHz * 6.25 kHz 
°8.33 kHz *9 kHz * 10 kHz °12.5kHz +°15kHz 

* 20 kHz ° 25 kHz * 30 kHz * 50 kHz * 100 kHz 
°125kHz °©150kHz °*200kHz °500kHz = °©1MHz 

* 10 MHz * USER* 

*When “USER?” is selected, the user programmed tuning step (de- 
fault: 5 kHz) in “User TS” screen is selected. (p. 51) 


© Tuning step selection 

Using [Receiver/[Compo] screen 

> Right-click [4](TS) or [W](TS) to display a tuning step 
list, then select the desired tuning step. 

> Left-click [4](TS) or [W](TS) to set the desired tuning 
step in order. 
* The selected tuning step is displayed in the function display. 


¢ [Receiver] screen 
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so 12.5k Sook 15k 
100 15k 1M 
500 © 20k 10M 


ik 25k USER 


USER TS Setting... 


—— Tuning step list 


Tuning step 
buttons 


Tuning step 
buttons 
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Using [Simple] screen © Setting the user tuning step 
Click [TS] to display a tuning step list, then select the desired Right-click [4](TS) or [W)(TS) (or click [TS] indication)* to 
tuning step. display a tuning step list, then select “USER TS Setting...”. 
-fsimpis|iseran You can edit the desired tuning step from 0.001-9999.999 (ay 
IC-PCR1500 IC-PCR2500 kHz (in 0.001 step) directly. se 
“Available only when [Simple] screen is displayed. 
oo eae) 1 8.33k 125k 
f ! 10 9k 150k 
MAIN SUB 20 10k 200k 
50 12,5k 500k 
| 8.33k 125k 100 15k 1M 
be - Ba Tuning step indication Eni 20k _ 
50 12.5k 500k 15k ik 25k USER 
100 15k 1M 2.5k 30k z 
Sle. |e _ re 
25k | 30k = +—Tuning step list 6.25k i Click 
5k 50k USER TS Setting... User TS {kHz} 
6,25k, 100k 


— 


User tuning step 
setting screen 
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@ Audio level setting 


Using [Receiver]/[Compo] screen Using [Simple] screen 

Click [AF GAIN] to set the audio level. Click [AF] to set the audio level. 

¢ Right-click to increase the audio level. + Right-click to increase the audio level. 

+ Left-click to decrease the audio level. + Left-click to decrease the audio level. 

¢ When clicking and holding [AF GAIN], the audio level scrolls up or ¢ When clicking and holding [AF], the audio level scrolls up or down. 
down. * Push the PC’s [f] (UP) or [|] (DOWN) key also sets the audio level. 


* Push the PC’s [f] (UP) or [|] (DOWN) key also sets the audio level. 
¢ [Simple] screen 


[Receiver] screen IC-PCR1500 IC-PCR2500 
IC-PCR1500 IC-PCR2500 [AF-GAIN] | | 5 gi [o 
| ii 2 a 
E ° ow MAIN SUB 
| —SSSaaS © SQL AF 
MAIN SUB 
[AF] 
¢ [Compo] screen 
IC-PCR1500 IC-PCR2500 [AF-GAIN] 
—_— Fad ‘oe 
AF GAIN 
MODE/VOL PANEL MAIN SUB )) 
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@ Squelch level setting 

The squelch function sets a minimum receive signal level 
below which no audio is sent to the speaker. This prevents - [Receiver] screen 

static or hiss from being heard through the speaker between IC-PCR1500 IC-PCR2500 
transmissions. = 


: : 2 ® 
A higher squelch setting removes weak signals. The remove Pe ee a Y) 


level is displayed on the S-meter (S-meter squelch). The squelch ——— sauticn 
does not open if a signal below the set S-meter level is received MAIN SUB 
, 
Using [Receiver]//[Compo] screen - [Compo] screen [SQUELCH] 
Click [SQUELCH] to set the squelch level. IC-PCR1500 IC-PCR2500 ; 
¢ Right-click to increase the squelch level (tight squelch). © 
* Left-click to decrease the squelch level (loose squelch). i = | — arco 
* When clicking and holding [SQUELCH], the squelch level scrolls = ) 
up or down. MODE/VOL PANEL MAIN SUB Se 
¢ The S-meter squelch level is displayed in the function display. = 
Using [Simple] screen [SQUELCH] 
Click [SQL] to set the squelch level. 
* Right-click to increase the squelch level (tight squelch). 
* Left-click to decrease the squelch level (loose squelch). - [Simple] screen 
¢ When clicking and holding [SQL], the squelch level scrolls up or P 
down. IC-PCR1500 IC-PCR2500 (2) 
| g jo} SQL AF 
MAIN SUB @@ 
[SQL] 
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@ Receive mode selection 


Receive modes are determined by the physical properties of 
the radio signals. The receiver has 5 receive modes: USB 
LSB, CW, AM, WFM and FM modes. The mode selection is 
stored independently in each memory channel. 

Additionally, |IC-PCR2500 has a DV or P25 mode when the 
optional UT-118 or UT-122 units are installed, respectively. 
The IC-PCR2500’s Sub band can select AM, FM and WFM 
mode only. 


Typically, AM mode is used for the AM broadcast stations 
(0.495—1.620 MHz), air band (118—135.995 MHz), and short- 
wave broadcasts. WFM is used for FM broadcast stations 
(76-107.9 MHz). WFM mode can be selected on 1300 MHz 
band or below. 


When using [AUTO-M] (automatic mode), a receive mode, 
IF filter passband width, tuning step, etc., are selected 
automatically after inputting a frequency. (p. 55) 


Using [Receiver/[Compo] screen 

Click [SSB], [CW], [AM], [WFM], [FM] or [AUTO-M] to 
select the desired receive mode. 

* Clicking [SSB] toggles between the USB and LSB mode. 


Using [Simple] screen 
Click [MODE] indication to display a mode list, then select 
the desired receive mode. 


° [Receiver] screen 


IC-PCR1500 


00 00 


= 


IC-PCR2500 


oo 00 


| 


ee) 228 


« [Compo] screen 
IC-PCR1500 


° 
° 


MODE/VOL 
PANEL 


¢ [Simple] screen 


FEEIEEEEE | 


Active band only 


IC-PCR2500 


° 
i} 


oo 


MODE 


Qo © @ 


) 


IC-PCR1500 IC-PCR2500 
— a . —= es 
MAIN SUB 


Receive mode list 


IC-PCR1500 


Receive mode list 


Active band only 


Mode indication 


m@ Automatic mode selection 


An automatic mode function is available to automatically set 
the receive mode, IF filter passband width, tuning step, etc. 
after inputting a frequency. 


Using [Receiver]//[Compo] screen 
Each click of [AUTO-M] toggles the automatic mode function 
ON and OFF. 


Using [Simple] screen 
Click [MODE] indication to display a receive mode list, then 
select [AUTO] to turn the automatic mode function ON. 


© Setting the automatic mode function 

The default setting for the automatic mode function can be 
added to, changed or deleted. Up to 100 ranges can be mem- 
orized into the automatic mode function settings. 


@ Click the [Setting] icon on the tool bar to call up the [Set- 
ting] screen if it is not displayed. 


Ic-PCR1500 | (@) €§ 
oh 


[Setting] 
IC-PCR2500 
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@Click the [Auto Mode] tab to display the automatic mode 
list. 


Auto Mode | Shortcut | Others | 


[No] Name Freqlow | FreqHigh | Offset | Mode | Filter] TS | Usdiay Import; 
[oy ,_0.010000,__0,289999, 0.000000 FM 15k, 5k, Export... 
[4 | 0.230000, 0.494999, 0.000000 _, AM 6k, __5k, 
[2 | 0.495000, 1.624999, 0.000000, AM Bk, 9k, 
[3] i 1.625000, 7.909999, 0.000000 AM, BK, Sk, 
4 | 1.810000, 1.824993, 0.000000 Cw 28k, 100 

a 


Click [MENU], then point to [Auto Mode]. 

Select the desired item from the list. 

Default: Return the Auto Mode setting 
list contents to default. 

Import : Import the CSV file. 

Export : Export the CSV file. 


Edit the desired 
memory name (up 
to 32 characters) 


(Click a cell in the [Freq Low] column and the desired line. 
@|nput the lower frequency of the frequency range from the 
keyboard, then push [Enter]. 
¢ When nothing is input into the [Freq Low] or [Freq High] column, 
settings for other columns cannot be made. 
«When inputting a new frequency, other data automatically ap- 
pears in the other column. 
* To delete a frequency range setting, enter [0] or [Space] into the 
[Freq Low] column from the keyboard. 
@®Input the higher frequency of the frequency range into the 
[Freq High] column, push the [Enter] key. 
©Set other data such as mode, tuning step, etc., if desired. 
* Double-click the desired cell, select the desired item and double- 
click the selection. 
@Click the close button ([X]) to close the setting screen. 
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@ Monitor function 


This function is used to listen to weak signals without disturb- 
ing the squelch setting or to open the squelch manually even 
when mute functions such as the tone squelch are in use. 


Click [MONI] to monitor the operating frequency. 


* “MONI” appears when [Receiver]/[Compo] screen is displayed. 
* “MONI” button lights green when [Simple] screen is displayed. 


@ Mute function 


This function is used to mute the received audio signal. 


Click [MUTE] to temporarily mute audio output. 
* “MUTE” appears when [Receiver]/[Compo] screen is displayed. 
* “MUTE” button lights green when [Simple] screen is displayed. 


- [Receiver] screen 
IC-PCR1500 IC-PCR2500 


[MONI] —® moni 
[MUTE] —ewr) 


mt & < aa ; 
ol is 
\ ) 


MAIN SUB 


0000 
00 00 


Indicators 
MONLe@— MONI Indicators 
e— MUTE MON! —sion iworee— MUTE 


* [Compo] screen 
IC-PCR1500 IC-PCR2500 


a ae 3S = qd {MON!] —eggp 
° 3 [MUTE] —emp 
MODE/VOL PANEL MAIN SUB 
Indicators 
WMONTe@— MONI 
e— MUTE 
« [Simple] screen 
IC-PCR1500 IC-PCR2500 [MUTE] 
| O O le il 
oo oo oie) MONI MUTE ) 
os aos 
MAIN SUB [MONI] 


@ Duplex operation 


Duplex communication uses one frequency for transmit, and 
a different frequency for receive. Generally, duplex is used in 
communication through a repeater, some utility communica- 
tions, etc. 


During duplex operation, the transmit station frequency is 
shifted from the receive station frequency by the offset fre- 
quency. Repeater information (offset frequency and shift di- 
rection) can be programmed into memory channels. (p. 68) 


@Set the receive frequency (repeater output frequency). 
(p. 48) 

(Right click [DUP] to display the [DUP Offset] screen. 

@Set the desired offset frequency within 0.000000— 
1000.000000 MHz range, then click the close button ([X]) 
to close the setting screen. 

@Left click [DUP] to toggle the duplex direction from OFF 
(simplex), DUP— or DUP+. 
* “'DUP-!” or “'DUP+!” appears when the duplex direction is 

set. 

®Click [MONI] to monitor the transmit station frequency (re- 
peater input frequency). 
The displayed frequency shifts the offset frequency when 
monitor function is in use. 
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- [Receiver] screen 


IC-PCR1500 IC-PCR2500 
3 5 =] [MONI] —eimowi) 
: : : = 
O O |__| ()) 
x 
MAIN SUB [DUP] —eour} 


* [Compo] screen 
IC-PCR1500 


[DUP Offset] screen 


DUP Offset (x) 


DUP Offset Frequency (MHz) 
foe 


IC-PCR2500 


[DUP] —ei® 
Ts 


DOWN UP 


A = J [MONI] —egep 
: 
TUNING PANEL MAIN SUB 

MODE/VOL PANEL 
¢ [Simple] screen 

IC-PCR1500 IC-PCR2500 {DUP] 

© O lo oe 

MAIN SUB 

[MONI] 


5 BASIC RECEIVE FUNCTIONS 


@ IF filter selection 


The receiver has 2 to 4 IF passband filter widths for each 
mode. Selectable passband widths are 3, 6, 15, 50 and 230 
(depending on the selected mode). 


¢ Selectable passband width for each mode. 


SSB mode : 2.8 kHz or 6 kHz 
CW mode : 2.8 kHz or 6 kHz 
AM mode : 2.8 kHz, 6 KHz, 15 KHz or 50 KHz 


WFM mode : 50 kHz or 230 kHz 
FM mode :6 kHz, 15 kHz or 50 kHz 


Using [Receiver/[Compo] screen 
Click [WIDE] or [NAR] to select the desired IF filter widths. 


¢ [Receiver] screen 
IC-PCR1500 


IC-PCR2500 [WIDE] 


Active band only [NAR] 


Filter indicators [FiCTER Wael 


« [Compo] screen 


IC-PCR1500 IC-PCR2500 [WIDE] 
= = = FILTER 
Eis Y WIDE™ J 
2 —> 


MODE/VOL PANEL Active band only [NAR] 


Using [Simple] screen 
Click [FILTER] to display a filter list, then select the desired 
filter widths. 


« [Simple] screen 


IC-PCR1500 IC-PCR2500 
Filter indication 
| e O | | O FUER 
= oo femen|a_| = oo 
MAIN SUB Filter list 


6k 
15k 
® 50k 


@ AFC function 


The AFC (Automatic Frequency Control) function tunes the 
displayed frequency automatically when an off-center fre- 
quency is received. It activates in FM mode and IF filter set- 
ting is 6 or 15 kHz only. 


Click [AFC] to turn the AFC (Automatic Frequency Control) 
function ON or OFF. 
¢ “AFC” appears when the AFC function is turned ON 


@ Attenuator function 


Strong signals (such as from broadcast stations, pocket beep- 
ers, nearby amateur radio stations, etc.) can cause distortion 
of receive signals. The attenuator reduces signal strength by 
about 20 dB and this function can be activated on 1300 MHz 
or below. 


Click [ATT] to turn the ATT (Attenuator) function ON or OFF. 
« “ATT” appears when the ATT function is turned ON. 
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- [Receiver] screen 


IC-PCR1500 IC-PCR2500 


“FUNCTION: 
° 8 eo] [AFC] —eare ] 
OD} | em | [. 
— a 
Active band only [ATT] —eatr 
Indicators 
AFC —@arc ATL @— ATT (acc ] 
CNB] 
* [Compo] screen 
IC-PCR2500 


[AFC] [ATT] 


FUNCTION 


IC-PCR1500 


° pont 
° teeand 


MODE/VOL PANEL _ Active band only 
Indicators 
AFC—@ArCMIALLS— ATT 
¢ [Simple] screen 
IC-PCR1500 IC-PCR2500 [ATT] 
DIP 
O O | | Cc AFC J ATT 
| = ome) oo = = Ke) B 
[ ] 
MAIN SUB [AFC] 
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@ NB function 


The NB (Noise Blanker) function removes pulse-type noise 
when USB, LSB, CW or AM mode is selected. Note that the 
noise blanker is not effective against natural noise such as 
atmospheric static. 


Click [NB] to turn the NB (Noise Blanker) function ON or OFF. 
* “NB” appears when the NB function is turned ON. 


@ AGC function 


The AGC (Automatic Gain Control) function controls receiver 
gain to produce a constant audio output level even when the 
received signal strength varies from fading, etc. A slow-re- 
sponse AGC function is selectable for SSB, CW or AM mode. 


Click [AGC] ({AGC-F])* to toggle the time constant of the 
AGC circuit between slow and fast. 

¢ “AGC-F” appears when fast is selected. 

*Available only when [Simple] screen is displayed. 


¢ [Receiver] screen 
IC-PCR1500 IC-PCR2500 “FUNCTION 


Active band only 
Indicators 
[AGC] —ease 


NB—_NE-BaccTe AGC 


* [Compo] screen 


IC-PCR1500 IC-PCR2500 
FUNCTION 
CAFC J ATT ) 
NB ASC) 
MODE/VOL PANEL Active band only t i 
Indicators [NB] [AGC] 
NB —e_Ne-MAGcre—AGC 
¢ [Simple] screen 
IC-PCR1500 IC-PCR2500 
a} Jo O 
on O |_| mle GCE 
MAIN SUB [NB] [AGC] 


@ VSC function 


The VSC (Voice Squelch Control) function opens the squelch 

only when receiving a modulated voice signal. 

¢ Not modulated signal (contain no voice or music, etc. components) 
are muted. 


Using [Receiver]/[Compo] screen 

Click [VSC] to turn the VSC (Voice Squelch Control) func- 
tion ON or OFF. 

* “VSC” appears when the VSC function is turned ON. 


- [Receiver] screen 


IC-PCR1500 IC-PCR2500 


5 Reaat Hl 2 2 ( TseL | 
Fi q e 
Active band only [VSC] —ewse ] 
Indication 
¢ [Compo] screen V5C 
IC-PCR1500 IC-PCR2500 
SIGNALING 
[sav] orcs J vsc} 
MODE/VOL PANEL Active band only T 
[VSC] 
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IF shift function 


The IF shift function electronically changes the center of the 
IF (intermediate frequency) passband frequency to reject in- 
terference. It activates in SSB/CW modes only. 


Using [Receiver/[Compo] screen 

@Adjust the [SHIFT] control for a minimum interference sig- 
nal level. 
* The audio tone may be changed while the IF shift is in use. 

(@Click [CENTER] to set the shift control to its center posi- 
tion when there is no interference. 


- [Receiver] screen 


IC-PCR1500 IC-PCR2500 


[SHIFT] control 


00 00 
0900 
00 00 


MAIN band only 


saleeIOn [CENTER] 


¢ [Compo] screen 


IC-PCR1500 IC-PCR2500 
| 
MODE/VOL panel MAIN band only 


IF-SHIFT _IF-SHIFT 
@_|SH'FT]— <@) exe — [CENTER] 
control | 
[CENTER] a4 
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@ Weather channel operation (USA and CANADA versions only) 


NOAA broadcast stations transmit weather alert tones before 
important weather announcements. When the weather alert 
function is turned ON, the selected weather channel is moni- 
tored each 5 sec. for the announcement. When the alert sig- 
nal is detected, the “WX Alert” blinks and the WX channel is 
displayed, and sounds a beep tone until a change is made 
within the control screen, or the [WX] button is clicked. The 
previously selected weather channel is checked periodically 
during standby or while scanning. 


@Right-click the [WX] button to call up the [WX Alert] 
screen. 

(Select the desired weather channel in [WX Alert Channel]. 
* Click [CHECK] to monitor the selected weather channel. 

(Click the close ([X]) button to close the [WX Alert] screen. 

@ Click the [WX] button to turn the weather alert function ON. 

(©) When the alert is detected, a beep sounds and the indica- 
tion will be displayed as at right. 

© Click the [WX] button to turn the weather alert function 
OFF. 


t= NOTE: While receiving a signal (on a frequency other than 
the weather alert ON frequency), the receiving signal or 
audio will be interrupted momentarily every 5 sec. (approx.) 
in case the alert function is turned ON. This is caused by 
the WX alert function. To eliminate the interruptions, set the 
weather alert function to OFF. 


¢ [Receiver] screen 


IC-PCR1500 IC-PCR2500 
— [Wx] 
Active band only 
[PROG | | AUTO] [ MEMO] [T-scaNn] { PRIO|{ wx | (i) [mi] 
PAUSE STOP. 
« [Compo] screen 
IC-PCR1500 IC-PCR2500 
rROGY AUTO MEMO} 
loko} | (exe = joke} =a a 
METER/SCAN MAIN SUB [Wx] 
PANEL [WX Alert] screen 
@e cic 
WM Alert Chacsal j | : 
G) _ creck -— Click to mon- 
vee ~@ Click itor the se- 
@ Select ( |= lected weath- 
year er channel. 
+ [Simple] screen feta 
IC-PCR1500 IC-PCR2500 
| (ol ie Ie 
oo oo oo 
MAIN SUB 
cD a ID CED STB. 
IC-PCR1500 


[Wx] 


(wx) IC-PCR2500 yy 
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@ Squelch delay setting 


+ [Receiver] screen Select squelch delay from short and long to prevent repeated 
IC-PCR1500 IC-PCR2500 opening and closing of the squelch during reception of the 
: same signal. 
¢ Short : Short squelch delay. 
*Long : Long squelch delay. 


of frre 
él | == 


° 
fo) 


O} 


© 90000 


MAIN SUB @ Click the [Setting] icon on the tool bar to call up the [Set- 
Appears 


ting] screen if it is not displayed. 
@ Click the [Others] tab to display the squelch delay setting. 


OMB (3 Click the [Short] or [Long] radio button to set the squelch 


* [Compo] screen 


delay. 
IC-PCR1500 IC-PCR2500 @Click the close button ([X]) to close the [Setting] list screen. 
\C-PCR1500 IC-PORBS0O 


eeeessea)- jpuseslteasiees, discey Appears [is] 
— = Appears [Setting] —“ FS oy 
TUNING PANEL MAIN SUB \ 
METER/SCAN ; 
PANEL 


@ Click 
Auto Mode | soro[ me MENU 


pace Delay 
cae @ Select 


¢ [Simple] screen 
IC-PCR1500 IC-PCR2500 


: E 
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@ Single band/Dualwatch operation (iC-PCR2500 only) 


Dualwatch operation monitors two frequencies simultane- 
ously. The IC-PCR2500 has two independent receiver cir- 
cuits: Main band, and Sub band (available frequencies, operating 
mode and functions are different depending on bands). 

Single band operation is useful when only one frequency is 
being watched. The Sub band can be inhibited. The single 
band operation’s control screens are similar as the IC- 
PCR1500. 


Click the [Single] icon on the tool bar to toggle between the 

single band operation and the dualwatch operation. 

¢ Even when click the [Single] icon during Sub band operation, the 
control screen switches to the Main band frequency automatically. 


[Single] ss 


@ & 
iE 


Y When the dualwatch operation is in use, IC-PCR2500 must 
7 be connected to two antennas. ([ANT1] and [ANT2]) 


- [Receiver] screen 


Dualwatch operation 
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OO 
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©: 
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Single band operation 
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« [Compo] screen 
Dualwatch operation Single band operation 


‘icom TUNING PANEL =” ‘com TUNING PANEL 0% 
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WAIN = TENKEY 


@ ka a is as 
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‘SIGNALING 


SCAN CONTROL 


SET a 60 
MP 


©e0 @2@ SS o 


exo C00 Ome @aE e«o 


¢ [Simple] screen 
Dualwatch operation Single band operation 
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145.000.00 


0: 144 MHz 
Amateur band 


Gi 15k 


IC-PCR2500 


145.000.00 


(USM 00: 144 MHz 
GENTS 02: Amateur band 


Ga 15k 
[MODE ta 
FILTER Rol 


[MODE Ta 
GIR 15k 


5 BASIC RECEIVE FUNCTIONS 


@ Diversity operation (iC-PCR2500 only) 


The diversity receiving compares the receiving signal strength 
from two different antennas, ANT1 and ANT2, and automati- 
cally selects the strongest signal. This feature is useful when 
you are listening in a moving vehicle or the transmitting sta- 
tion itself is moving. Diversity receiving is available from 50 
MHz to 1300 MHz on FM, P25 and DV mode only. 


¢ With the squelch open in FM mode while receiving a 
weak signal, diversity receiving does not work properly. 

* AGC is disabled during diversity receiving. 

* Two antennas must be connected to [ANT1] and [ANT2] 
during diversity operation. Diversity operation requires 
two antennas of the same performance in suitable 
places. Ask your antenna dealer for installation details. 


MQ QAAAQAAAAL 


© Click the [Single] icon on the tool bar to select single band 
operation. 

* Even when click the [Single] icon during Sub band operation, 
the control screen switches to the Main band frequency auto- 
matically. 

@ Click the [Diversity] icon on the tool bar to turn the diver- 


Ba 


[Single] —> jay ex} [Diversity] 
) & 

Ee 

“4 


Csua.] 
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@ Main/Sub band selection 
- [Receiver] screen (IC-PCR2500 only) 


‘com IC-PCR2500 
= ; 1 = Some functions can be set to active band only depending on 
the control screen. Then you must select the desired band, 
Main band or sub band, to active band. 


> Click the [MAIN] (or [SUB]) icon on the tool bar to toggle 
the active band as Main band (or Sub band). 


Diversity indicator 


While [ANT1] is selected; Ca! ~ pe 
su —hoo 


i 2] i | ; . 
; ae eeew len » Or click the display indication of Main band or Sub band 
+ [Simple] screen that you want to select the active band. 


‘com IC-PCR2500 


145.000.00 
[MEMOTG iz 
I BANK [t) v ben 

is i 

MODE Ia 

GIR 15k 
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@ General 


The receiver has 2600 memory channels for storage of often- 
used frequencies. There are total of 26 memory banks for 
usage by group, etc., and up to 100 channels can be as- 
signed to a bank. 


MEMORY CHANNELS 


© Memory channel contents 
The following information can be programmed into memory 
channels: 

* Memory channel name (p. 73) 

* Sub name (p. 73) 

* Operating frequency (p. 48) 

* Duplex direction (p. 57) 

* Offset frequency (p. 57) 

* Receive mode (p. 54) 

¢ IF filter selection (p. 58) 

* Attenuator ON/OFF (p. 59) 

* Tuning step (p. 50) 

* Select memory scan setting (p. 88) 

«Memory skip scan setting (p. 88) 

* Squelch control system ON/OFF and its frequency or 

code (p. 94, 120, 122) 
« Remark (memory channel comment) (p. 73) 


M@ Memory channel selection 


© Selecting with the control screen 

¢ Using [A]/[W] buttons 

@ Click [4](BANK) or [W](BANK) to select the desired 
memory bank. 

@ Click [4](MEMO) or [W](MEMO) to select the desired 
memory channel. 


- [Receiver] screen 


MEMO BANK 
IC-PCR1500 IC-PCR2500 [A)/[V]) [4]/[V} 
2 MEMO 
° (¥} (4) 
O — BANK 
Active band only DOWN UP 
* [Compo] screen 
IC-PCR1500 IC-PCR2500 MEMO BANK 
[4)/[¥)] [4)/[¥)} 
O © fo) | 
| __se | MEMO BANK 
TUNING PANEL MAIN SUB eS eS 
¢ [Simple] screen MEMO _ |. — 
IC-PCR1500 ic-pcR2500 _—s«C XIV) BANK 
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| lol aie Q 
oo oo oo Bans 
[ ] 
MAIN SUB 
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+ Direct channel number input on the [Receiver]/[Compo] © Selecting with the memory channel screen 
screen © Click the [Memory Edit] icon on the tool bar to call up the 
Use the 10-keypad to input the desired memory channel [Memory Channel Editor] screen if it is not displayed. 
number, then click {Mch] to select the memory channel. @ Click [4](BANK) or [W](BANK) to select a memory bank. 
* Ifa mistake is made when inputting a memory channel, click [CE] to @) Select the desired memory channel. ‘6 
clear the input and return to the previous frequency indication. @ Click (RX Entry], or right-click a cell then click [RX Entry} 
+ [Receiver] screen in the edit menu. 
IC-PCR1500 IC-PCR2500 10-KEYPAD * The selected channel data is displayed on the receiver screen. 
° | ° i 5 MB) @ Select a memory bank. @ Click 
3 | 3 | Mite) er 
ig 3 (7)(8)(9] Bie wef oxen 
(o)(.Jce (Cx) eee (CT 
Active band only ech cof hens [st tine | emery | our ll 
{Mch] {CE] | Ge )@ Click 
— = cy aie J 
+ [Compo] screen Edl Te 
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™@ Memory channel programming 


100 memory channels can be assigned to a memory bank. 

There are 26 memory banks. Any of the following information 

can be stored. 

* Bank name, memory name, frequency, duplex direction, offset fre- 
quency, mode, filter, attenuator, tuning step, select memory scan, 
skip channel, squelch control setting and remark. 


© Programming from the receiver screen 

¢ Using [Receiver]/[Compo] screen 

© Click [4](BANK) or [W](BANK) to select a memory bank 
to be programmed. 

@ Click [4](MEMO) or [W](MEMO), or use the 10-keypad 
to input the desired memory channel number, then click 
[Mch] to select a memory channel to be programmed. 

@) Set a frequency, mode, etc. that you want to memorize. 

@ Click [MW] for 1 sec. to program the setting information 
into the selected memory channel. 


¢ [Receiver] screen 
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¢ Using [Simple] screen 

@ Click [4](BANk) or [W](BANK) to select a memory bank 
to be programmed. 

@ Click [4](MEMO) or [W](MEMO) to select a pre-pro- 
grammed memory channel to be programmed. 
GY NOTE: During [Simple] screen, you cannot set or 
Y change a receive frequency on a blank channel. 

@ Set a frequency, mode, etc. that you want to memorize. 

@ Click [MW] for 1 sec. to program the setting information 
into the selected memory channel. 


« [Simple] screen 


IC-PCR1500 IC-PCR2500 


rook ID 
= oo oo ea 00 
MAIN SUB 
MEMO = 
[4)/[¥) a BANK 
MW 
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© Initializing the memory channel contents 
The memory channel contents can be initialized using the 
“preset_e.mch’” file (which is saved in mch format). 


© Click the [Memory Edit] icon on the tool bar to call up the 
[Memory Channel Editor] screen if it is not displayed. 

(Click [Open...] in the [File] menu, then select 
“oreset_e.mch” that is contained in the “IC- 
PCR1500_ 2500” folder to load. 


«If the “preset_e.mch’ file is overwritten or lose, copy it from the 
supplied CD into the “IC-PCR1500_2500” folder. 
- Right-click the copied file and select [Properties]. Then click 
[Read-only] check box (no check mark) to cancel the read pro- 
tection. 


= Memory Channel Editor 
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=> O Click = eae —s 
nets 
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@ Editing the memory list 


© Click the [Memory Edit] icon on the tool bar to call up the 
[Memory Channel Editor] screen if it is not displayed. 

(Click [4](BANK) or [W](BANK) to select the desired 
memory bank. 

@) Click the [Frequency] cell of the desired memory channel, 
then input the receive frequency from the keyboard. After 
inputting, push [Enter]. 

G Program the receive frequency first, otherwise no set- 
//, ting can be made except for the name. 

@) Double-click the desired cell directory, or right-click the cell 
then click [Edit... Enter] from the displayed menu to set 
other items such as duplex direction, mode, tuning step, 
etc., if desired. 

* Click the desired setting item in the pull down menu to select or 

change the channel setting, or edit it directly depends on the item. 

©) Click the [RX Entry] to write the edited memory contents 
to the receiver. 

© Click the close button ([X]) to close the [Memory Channel 
Editor] screen. 


[Memory Edit) 


@ Select a memory bank. 
ory Channel Editor (E\k) 


RX ee 


| 430 Mie UHF 
EE 1.44 Mie VHF 


|__433.000000 


@ Input the receive frequency, 


then set other items. >, O Click 
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© About the [View] menu 
The indicated character size, sub name, TSQL/DTCS setting, 
DV setting, P25 setting indication can be set in [View] menu. 


Click to turn the Sub 
Name, TSQL/DTCS, 
DV and P25 indica- 
tion ON and OFF. 


Click to select the indi- 
cated character size. 


~~ R a7ennn aM AL 


DV or P25 setting indication does not appear for IC-PCR1500, or for 
IC-PCR2500 that is depending on version or option installation. 


© About the [Option] menu 

Click [Preset TV CH] in [Option] menu to display the preset TV 
channel group. Then select the desired channel group. All 
available TV frequencies and channel numbers in the selected 
group are listed in the memory channel screen automatically. 
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Offsd 


Click to display the —= eases 
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group. 
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Click to select the de- 
sired channel group. 
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© Editing the memory channel name 
© Click the [Memory Edit] icon on the tool bar to call up the 
[Memory Channel Editor] screen if it is not displayed. 
@ Click [4](BANK) or [W](BANk) to select the desired 
bank. 
(3) Select the desired channel, then double-click the [Name] 
or [Sub Name] cell. 
* Acursor starts blinking. 
« [Name] (up to 64 characters) is used for the memory name of 
the control software. 
* [Sub Name] (up to 6 characters) is used for the memory name of 
the IC-R1500 or IC-R2500’ controller. 
@ Edit the desired memory name from the PC keyboard, 
then push [Enter] to input. 


© Editing the channel remark (channel comment) 

© Click the [Memory Edit] icon on the tool bar to call up the 
[Memory Channel Editor] screen if it is not displayed. 

@ Click [4](BANK) or [W](BANK) to select the desired 
memory bank. 

(3) Select the desired channel, then double-click [Remark] cell. 
* Acursor starts blinking. 

@ Edit the channel comment (up to 64 characters) from the 
PC keyboard, then push [Enter] to input. 
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© Calling up the memory channel data from 
the control screen 

© Click the [Memory Edit] icon on the tool bar to call up the 
[Memory Channel Editor] screen if it is not displayed. 

@ Click [4](BANK) or [W](BANk) to select the desired 
memory bank. 

(3) Select the desired memory channel to call up the operating 
channel data on the control screen. 

@ Click [MW], or right-click a cell then click [MW] in the edit 


menu. 
* The operating channel data is called up to the [Memory Channel 
Editor] screen. 


@ Click 


@ Select a memory bank. 


zi x Enty 
=== a A | 


a 


433,000000 
145, 500000 


Click 


[Memory Edit] 


© Copying a memory contents 
@® Click the [Memory Edit] icon on the tool bar to call up the 
[Memory Channel Editor] screen if it is not displayed. 
@ Click [4](BANk) or [W](BANk) to select the desired 
memory bank. 
@) Right click any cell of the desired memory channel to be 
copied, then select [Copy (Ctrl+C)] from the displayed menu. 
« After selecting a cell of the desired memory channel, push [C] 
key while pushing and holding the [Ctrl] key— these key actions 
are the same as the mouse operation above. 
@ Right click any cell of the desired memory channel to be 
pasted to, then select [Paste (Ctrl+V)]. 
« After selecting a cell of the desired memory channel, push the 
[V] key while pushing and holding the [Ctrl] key— these key ac- 
tions are the same as the mouse operation above. 


@ Select a memory bank. 


RX Entry Mi 


[ buriex eB 


@ Select the desired mem- & 
ory channel to be pas- 
ted to, then click [Paste]. 


© Memory channel insert/delete 

Insert: 

New blank channels can be inserted into the channel list. 
Channels below the cursor are shifted down automatically. 
Delete: 

Unnecessary channels can be deleted from the list. 
Channels below the cursor are shifted up automatically. 


@ Click the [Memory Edit] icon on the tool bar to call up the 
[Memory Channel Editor] screen if it is not displayed. 

@ Click [4](BANK) or [W](BANK) to select a memory bank. 

@ Right-click a cell on the desired channel that you want to 
insert/delete, then click [Insert] or [Delete] from the list to 
insert/delete the channel at the selected position. 


© Memory channel up/down 

Up: 

The selected channel contents moves up one step. 
Down: 

The selected channel contents moves down one step. 


@ Click the [Memory Edit] icon on the tool bar to call up the 
[Memory Channel Editor] screen if it is not displayed. 

@ Click {4](BANK) or [W] (BANK) to select a memory bank. 

@ Right-click a cell on the desired channel that you want to 
up/down, then click [Up] or [Down] from the list to move 
up/down the channel to one step. 
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© Bank name programming 

Each memory bank can be programmed with an alphanu- 
meric bank name for easy recognition and can be indicated 
independently. Names can be set with a maximum of 64 
characters. 


© Click the [Memory Edit] icon on the tool bar to call up the 
[Memory Channel Editor] screen if it is not displayed. 

@ Click {4](BANK) or [W](BANK) to select a memory bank. 

@) Click the bank name dialog box. 
* Acursor starts blinking. 

( Program the desired bank name (up to 64 characters) from 
the PC keyboard, then push [Enter]. 

® After programming, click the close button ([X]) to close the 
[Memory Channel Editor] screen. 


[ouptex 
Peters || subteme | Freaiency | our til 
Lo} | 


@ Program a bank name 


[Memory Edit) 
(up to 64 characters.) 
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© Selecting a bank with the programmed name 
Each memory bank can be selected with the programmed 
name from a bank name dialog box. 


© Click the [Memory Edit] icon on the tool bar to call up the 
[Memory Channel Editor] screen if it is not displayed. 

@ Click [W] to display a memory bank name list as below. 

(3) Click the desired bank name to select the bank. 
* The [Memory Channel Editor] screen contents changes to the 

selected bank’s. 

@ After selection, click close button ([X]) to close the mem- 

ory channel list screen. 


= Memory Channel Editor 


@ O Click _ 
: 
| ou _fortsd 
433.000000 
145.500000 


[Memory Edit] 


™@ Memory channel clearing 


© Clearing from the receiver screen 

@ Click [4](BANK) or [W](BANkK) to select the memory 
bank, including the unneeded memory channel. 

@ Click [&](MEMO) or [W] (MEMO) to select the unneeded 
memory channel to be cleared. 

(3) Click [MCL] ({M-CL])* for 1 sec. to clear the memory chan- 
nel contents. 

“Available only when [Simple] screen is displayed. 


° [Receiver] screen 


IC-PCR1500 IC-PCR2500 


OQ 00 00 
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|__| 


Active band only 
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© Clearing from the memory list 
© Click the [Memory Edit] icon on the tool bar to call up the 
[Memory Channel Editor] screen if it is not displayed. 


c @ Click {4](BANk) or [W](BANK) to select a memory bank. 
= HePmpol Screen IC-PCR2 (3) Right click the cell of the unneeded memory channel to be 
Ie POR Tse) = si cleared, then click [Clear] from the displayed menu. 

O O i) @ Click [OK] in the displayed dialog box to clear the selected 
| pT | | —— | memory channel contents. 
TUNING MAIN SUB 

MEMO BANK MEMO BANK 
[4)/(¥) [4]/[¥] [MCL] [4)/(¥) [4]/[¥] [MCL] 

ms ms | oo Ea a 

DOWN UP e ° oy wo eo 9 eg ° | £98.090000 
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« [Simple] screen 
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@ Saving memory channel data 


The memory channels can be stored as a PC file. 


Click [Save] or [Save As...] in the [File] menu to back up 

memory channel data. 

* Save : Saves current project as a PC file. Overwritten if 
previously saved file of the same name exist. 


° Save As... : Saves with a different file name. 


= Memory Channel Editor 
icc View Option 
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@ Opening memory channel data 


The stored memory channel data in the PC can be loaded. 


Click [Open...] in the [File] menu, then select the desired 
memory channel data file that is saved previously. 


= Memory Channel Editor 
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@ Creating new memory channel 
data file 


The new memory channel data file can be created. 


Click [New] in the [File] menu to make a new memory channel 
data file. 


a Shenoy Channel Editor 


RX Entry 


[puptex | 


mo 
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@ Printing a memory channel 


A memory channel screen can be printed out. 


Click [Print] in the [File] menu to print the displayed memory 
channel screen. 
* Current Bank... 


: Print a currently displayed bank settings. 
* All Banks... 


: Print all banks settings. 


= Memory Channel Editor 


RX Entry mw | 


493,000000 
145,500000 


@ Importing a CSV file 


The CSV (Comma Separated Values) format file (which is 
saved in CSV format) can be imported and overwrite to the 
selected bank contents. 


Y NOTE: Save the current contents as a PC file (p. 68) before 
G importing a CSV file. Once the imported CSV file is over- 
ZW written, previously set contents are no longer available. 


MY 


@Click [Import...] in the [File] menu. 

@Select the desired drive that the CSV file is saved in, then 
click [Open]. 

@Select the desired folder in which the CSV file is saved, 
then click [Open]. 

@Select the desired CSV file that you want to import, then 
click [Open]. 
* The selected CSV file is imported. 


= Memory Channel Editor 


RX Entry Mw 


[ buptex 
oe 000000 ES gy Select the desired folder. 
145.500000 —_ 
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@ Select the de- 

sired CSV file. 

ead ae 
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@ Exporting a CSV file 


The selected bank contents are exportable in CSV (Comma 
Separated Values) file format. 


Click [Export...] in the [File] menu. 

(Select the desired drive to which the CSV file is saved, 
then click [Open]. 

@)Select the desired folder in which the CSV file is saved, 
then click [Open]. 

@Type a name for the file in the [File name] box, then push 
[Save] to save the selected bank contents in CSV format. 


= Memory Channel Editor 


Ne Ctrl+N a 
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@ Type a name 
for the file 
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@ Scan types 


SCAN OPERATION (Multi-function receiver/Component screens only) 


Up to 50 programmed scan ranges, memory scan, memory 
select scan, memory skip scan, mode select memory scan 
and auto memory write scan provide scanning versatility. 


PROGRAMMED SCAN 
(p. 81) 


Scan edges 


“eee 


Repeatedly scans between 
two user-programmed fre- 
quencies. Used for check- 
ing for frequencies within a 
specified range such as re- 
peater output frequencies, 
etc. 


MEMORY SCAN 
(p. 86) Not yet 
programmed 


Repeatedly scans memory 
channels within a memory 
bank (0 — 25). 


SELECT MEMORY SCAN 
(p. 88) Not yet 
programmed 


Repeatedly scans only se- 
lect memory channels with- 
in a memory bank. This 
function can be_ turned 
ON/OFF in the [Memory 
Scan] screen. Select chan- 
nels can be set in the mem- 
ory list screen. 


MEMORY SKIP SCAN 
(p. 88) 


Not yet 
programmed 


Skips unwanted memory 
channels that inconvenient- 
ly stop scanning. This func- 
tion can be turned ON/OFF 
in the [Memory Scan] 
screen. Skip channels can 
be set in the memory list 
screen. 


MODE SELECT MEMORY 
SCAN (p. 88) 


Not yet programmed 


Repeatedly scans only se- 
lected mode channels with- 
in a memory bank. This 
function can be set in the 
[Memory Scan] screen. 


AUTO MEMORY WRITE 
SCAN (p. 84) 
Scan edge 

x Scan | 


Pause Pause 
Program Program 


cp. fae) 


Scan edge 


The frequencies that the 
programmed scan stops on 
are automatically program- 
med into a selected mem- 
ory bank. 
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m@ Programmed scan 


Programmed scan automatically searches for signals within 
a specified frequency range. 


ZY For programmed scan, scan edges must be programmed 
Y in advance. 


© Programming scan edge channels 
Set the scan edge channel name, frequency range and ATT 
in advance. Up to 50 settings can be programmed. 


@Right-click the [PROG] button to call up the [Program 
Scan] setting screen if it is not displayed. 

@Click the [Program Scan] tab to show the program list. 

@Input the start frequency into the [Freq Low] cell from the 
keyboard, then push [Enter]. 
* Set other data (e.g. name, end frequency into [Freq High] or at- 

tenuator) if desired. 

GY Program the start frequency first, otherwise no setting 
/7,can be done except for the name. 

@eEnter the desired scan edge channel number, then click 
the close ([X]) button to close the setting screen. 


© Edit menu details 
Editing the memory list with the edit menu is the same as the 
memory channels. See the following pages for details. 

* Copying a memory contents (p. 74) 

* Memory channel insert/delete (p. 75) 

* Memory channel up/down (p. 75) 

* Clearing from the memory list (p. 77) 
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¢ [Compo] screen 
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¢ [Program Scan] screen 


EO Click Geen) © click 
 AllArea Program Scan Edge > Import... 


rrr Name Freq Low | TOM skip area >| Export... 
ProgramNo [0 


0.531000, 1.620000, 
50.000000, 54.000000, - 
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144.09000, _146.000000, 


 PSKIP 
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@ Input the start frequency first, 
then set other data. 


Edit... Enter 


Copy Ctrl+C 


Paste ctr Click [MENU], and point to [Pro- 
ean gram Scan Edge]. Then, select 
ear the desired item from the list. 
pens Import : Import the CSV file. 


Edit meri Export : Export the CSV file. 


7 SCAN OPERATION (Multi-function receiver/Component screens only) 


© Skip area setting 
The skip area setting is available for skipping unwanted fre- 
quencies that inconveniently stop scanning. 


@Right-click the [PROG] button to call up the [Program 
Scanjscreen if it is not displayed. 

(Click the [Skip Area] tab to show the skip area list. 

@) Input the skip start frequency into the [Freq Low] cell from 
the keyboard, then push [Enter]. 
* Set other data (e.g. name or skip end frequency into [Freq High]) 

if desired. 

GY Program the start frequency first, otherwise no setting 

“/,can be done except for the name. 

@ Select “ON” in [Enable] to enables the set skip area. 

®Click [PSKIP] to turn the skip area function ON, then click 
the close ([X]) button to close the setting screen. 


WY 


rowan © Click SEG) @ Click 
Program Seal Skip Area | MENLN— 
T AllAtea Program Scan Edge > Import... 
[No] Name | Freq Low | Freq High | Enable aaron >| Export... 
Program No [0 [0] 146.0000, 148.000000, ON = 
4 440,000000, 456.000000, OFF yy, 
24 
Gr a : 
fy —— 
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@ Input the start frequency first, @Select “ON” 
then set other data. to enables the 
set skip area. 


Click [MENU], and point to [Skip Area]. 
Then, select the desired item from the list. 


Import : Import the CSV file. 
Export : Export the CSV file. 


© Starting a programmed scan 

(Make sure the squelch is set to the threshold point (closed 
condition). 

@Right-click the [PROG] button to call up the [Program 
Scan] setting screen if it is not displayed. 

@Click the [Program Scan] tab to show the program list. 

@Enter the programmed scan range number to be scanned 
in [Program No], then click the close ([X]) button to close 
the setting screen. 


EI O Click uae @) © ciick 
Area — 


Pe ee 
Program No [0 | 0531000, 1.620000, - 
a [1] 50,000000, 54.0000, - 
[2] 76,000000,_88.900000, - 
[3] ___ $5.750000,  107.750000, -— 
aT = ____118.000000, 142.0000, - 
[5 | 144400000, 
is | 56, | 00000, 


@Enter the program- @ Input the start fre- 
med scan range num- — quency first, then 
ber to be scanned. set other data. 
Or, check the [All 
Area] check box for 
scanning all frequen- 
cies over the entire 
band. 
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®Click the [PROG] button to start programmed scan. 

* “PROG Scan” blinks and [PROG] appears while scanning. 

©To stop the scan, click [STOP] or [PROG]. 

«When the frequency is changed after cancelling a scan and a 
new scan is activated, scanning starts from the starting frequency 
of the specified frequency range. When the frequency is not 
changed, scan starts from the previously stopped frequency. 


- [Receiver] screen 
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@ Auto memory write scan 


The auto memory write scan does the same as the pro- 
grammed scan and then writes paused signal frequencies 
into memory channels of a specified memory bank. Scan 
edges must be programmed in advance. (p. 81) 


© Starting an auto memory write scan 

(Make sure the squelch is set to the threshold point (closed 
condition). 

@Right-click [AUTO] to call up the [AutoMW Scan] setting 
screen if it is not displayed. 
° [Receiver] screen 


IC-PCR1500 IC-PCR2500 
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¢ [Compo] screen 
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[AUTO] 


@Enter the programmed scan range number to be scanned 
in [Program No]. 

@Select a memory bank to be written, then click the close 
([X]) button to close the setting screen. 
* To clear the selected memory bank contents, click [All Clear]. 


@eEnter the programmed scan 
range number to be scanned. 


O Click 
ma® Click eC) 
prot Name | Freqlow | Freq High | ALY 
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Click a =a ~50,000000, —54.000000, -— 
ick to turn [2 | 76,0000, 89.9000, 
. [3] 936.7500, 107.750000 
the skip area > SANT [4 | 718.000000, 142.0000, -_ 
. 5 | 144.0000, 146.000000, - 
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z = “600.0000, —700.000000, 
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Click to clear the @Select a memory 
selected memory bank to be written. 
bank contents. 
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®Click [AUTO] to start auto memory write scan. 
¢ “AUTO Scan” blinks and [AUTO] appears while scanning. 
©To stop the scan, click [STOP] or [AUTO]. 


- [Receiver] screen 
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™@ Memory/bank scan 


This function searches all memory channels in a selected 
memory bank. 


© Starting a memory/bank scan 

@ Make sure the squelch is set to the threshold point (closed 
condition). 

(@ Click [4](BANK) or [W](BANK) to select the desired 
memory bank. 

(Right-click the [MEMO] button to call up the [Memory 
Scan] setting screen if it is not displayed. 


¢ [Receiver] screen 
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Active band only BANK 
[MEMO] [4)/[¥)] 


| SCANCONTROL 
{PROG | { AuTO} = {tscan] [ PRIO|{ wx | [a] [m) 


PAUSE STOP 
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Select the bank scan condition from ‘Current Bank’, ‘Select 
Bank’ or ‘All Bank.’ 
(a) ‘Current Bank’ 
Scans memory channels within the current bank. 
(b) ‘Select Bank’ 
Scans memory channels within the selected bank (“Sel” set- 
ting is turned ON). 
(c) ‘All Bank’ 
Scans memory channels within all banks. 
©) Make sure the check boxes are not checked (W), then click 
the close ([X]) button to close the setting screen. 


© Select MNT ©) @ Click 


= [Bank Name | Sel Bay 
© Curent Bank Hel cae EE] * 
© Select Bank (EM Amateur band ON, 
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© Click the [MEMO] button to start memory scan. 
¢ “MEMO Scan” blinks and [MEMO] appears while scanning. 
@ To stop the scan, click [STOP] or [MEMO]. 


° [Receiver] screen 
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@ Versatile memory scan 


You can set the memory scan conditions using the [Memory @Check the desired check boxes, then click the close ([X]) 
Scan] setting screen. button to close the setting screen. 
«When selecting the [SEL] box (select memory scan), repeatedly 
@ Right-click the [MEMO] button to call up the Memory Scan scans memory channels these “SEL” settings are turned ON in 
setting screen if it is not displayed. [Memory Channel Editor] screen. 


«When selecting the [SKIP] box (memory skip scan), repeatedly 


- [Receiver] screen ‘ pee ‘ 
scans memory channels except “SKIP” setting is turned ON in 


oe ee ue [Memory Channel Editor] screen. 
5 5 5 *When selecting the [MODE SEL] box (mode select memory 
5 ; 8 8 scan), repeatedly scans all memory channels with the selected 
‘eo lol le operating mode (in [Select Mode] as below). 
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@Click the [MEMO] button to start the desired memory 
scan. 
¢ “MEMO Scan” blinks and [MEMO] appears while scanning. 
@To stop the scan, click [STOP] or [MEMO]. 


* All settings can be used simultaneously. 

SEL, SKIP and receive mode can be set in the memory 
list screen. 

* At least 2 memory channels must be programmed with 


WAG 


the desired condition for scan to proceed. 
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@ Scan resume condition 


When receiving a signal, scanning automatically pauses on 
that signal. The scan resume condition sets the time that the 
scan pauses before resuming or whether scan stops instead 
of pausing. 


@Click the [SET] button to call up the [Scan Delay] screen if 
it is not displayed. 

(Select the scan delay condition from ‘Pause until Signal 
Disappears,’ ‘Delay Volume’ or ‘Scan Stop.’ 
¢ [Receiver] screen 


IC-PCR1500 IC-PCR2500 = 
| A 
ORS _—— —— 
MAIN SUB | = 
[SET] 
¢ [Compo] screen 
IC-PCR1500 IC-PCR2500 [SET] 


= foo i co ia ©oo 
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¢ [Scan Delay] screen 


Scan Delay 


DELAY Timing 
© Pause until Signal Disappears © O0Sec 


Restart Delay 


@ Delay Volume C 1Sec 
© Scan Stop @ 2Sec 


@O Select @ Select 


(a) ‘Pause until Signal Disappears’ 
Scan pauses when receiving a signal and remains 
paused until the signal disappears. 
(b) ‘Delay Volume’ 
When setting a delay time using the [DELAY] control 
(on [Receiver] screen or Component screen), scan 
pauses when receiving a signal and then resumes after 
the specified delay. 
(c) ‘Scan Stop’ 
When a signal is received during scan, scan stops and 
does not resume. 
(Select a restart delay time in [Restart Delay]. This setting is 
valid when (a) or (b) is selected in step @. 
¢ 0 Sec. : Scan resumes immediately after the signal dis- 
appears. 
¢ 1 Sec. : Scan resumes 1 sec. after the signal disappears. 
¢ 2 Sec. : Scan resumes 2 sec. after the signal disappears. 
@Click the close ([X]) button to close the setting screen. 
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@ Scan speed setting 


The searching speed of frequencies or memory channels is 
variable. 


Click the [SPEED] control to set the speed at which scans 

search through frequencies/memories for signals. 

+ Right-click to increase the speed level. 

+ Left-click to decrease the speed level. 

* When clicking and holding [SPEED], the scan speed scrolls up or 
down. 


- [Receiver] screen 
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@ Priority scan type 


The priority scan checks for signals on the frequency every 
5 sec. while operating on a scanning memory channel or 
scanning. 


The scan resumes according to the selected scan resume 
condition. See p. 90 for details. 


Y NOTE: If the pocket beep function is activated, the receiver 
ZY automatically selects the tone squelch function when pri- 
YB ori 

//, ority scan starts. 


MEMORY CHANNEL SCAN 

While operating on a frequency, 5 sec. 

priority scan checks for a signal 

on the selected memory channel 

every 2 to 60 sec. 

«A memory channel with skip infor- 
mation can be scanned. 


Priority 
setting 


Scanning 
memory /*—} 
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channel y 


channel 
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@ Priority scan operation 


@Set the receive frequency. (p. 48) 
@Right-click the [PRIO] button to call up the [Priority Scan] 
setting screen if it is not displayed. 
- [Receiver] screen 
IC-PCR1500 


IC-PCR2500 
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Priority Scan 
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(Bank | 1 Amateur band 2 See @O Set the Spanning 
interval 
Ch | 1144 MHz pS O Click 


@ Select a memory channel. 
@ Select a memory bank. 
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(3) Set the scanning channel and bank in [Scan Channel]. 
@Set the scanning interval from 2 to 60 sec in [Priority Inter- 
val], then click the close ([X]) button to close the setting 
screen. 
* Click [CHECK] to monitor the selected priority channel. 
* Click [OFF] to stop monitoring the priority channel. 


¢ [Receiver] screen 
IC-PCR1500 


IC-PCR2500 
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* [Compo] screen 
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© Click [PRIO] button to start priority scan. 
«“PRIO Scan” blinks and [PRIO] appears while scanning. 
* The receiver checks the memory channel according to the set- 
ting interval. 
* The scan resumes according to the selected scan resume con- 
dition. (p. 90) 
* While the scan is pausing, pushing the pause button ([{II]}) re- 
sumes the scan manually. 
© To stop the scan, click [STOP] or [PRIO]. 
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@ Tone/DTCS operation 


The tone or DTCS opens only when receiving a signal with 
the same pre-programmed subaudible tone or DTCS code, 
respectively in FM mode. You can silently wait for the speci- 
fied signal using the same tone. 


© Tone squelch frequency setting 
@Click [FM] to select FM mode. 
(@Click [TSQL] to turn the tone squelch ON. 
«“TSQL” appears in the function display. 
(Right-click [TSQL] to display the [TSQL] setting screen. 
@Click [W] to select the desired tone squelch frequency. 
«51 tone frequencies from 67.0 to 254.1 Hz are available. 
@Check the [Reverse Action] check box to mute the received 
audio signal when the received signal’s tone is matched. 
-“R” appears in the function display. 
©Click the close button ([X]) to close the [TSQL] setting 
screen. 
@When the received signal includes a matching tone, 
squelch opens and the signal can be heard. 
* When the [Reverse Action] check box is checked in step ©), the 
received audio signal is muted. 
* When the received signal’s tone is not matched, tone squelch 
does not open, however, the S-indicator shows signal strength. 
(®)Click [TSQL] again to cancel the tone squelch. 
* “TSQL” disappears. 
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¢ [Receiver] screen 
IC-PCR1500 


IC-PCR2500 


{TSQL] —e sax } 
(vse } 
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Indicators Reverse Action indicator 
+ [Compo] screen Tone squelch indicator 
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¢ [TSQL] screen 


a) @ Click 


A | @ Check the check box to turn 
: | the Reverse Action ON. 
fequency 


(lev =i} @ Select the desired tone squelch frequency. 


¢ Available tone squelch frequencies list (Hz) 
67.0 | 79.7 | 97.4 | 118.8 | 146.2 | 167.9 | 186.2 | 206.5 | 241.8 
69.3 | 82.5 | 100.0 | 123.0 | 151.4 | 171.3 | 189.9 | 210.7 | 250.3 
71.0 | 85.4 | 103.5 | 127.3 | 156.7 | 173.8 | 192.8 | 218.1 | 254.1 
71.9 | 88.5 | 107.2 | 131.8 | 159.8 | 177.3 | 196.6 | 225.7 
74.4 | 91.5 | 110.9 | 136.5 | 162.2 | 179.9 | 199.5 | 229.1 
77.0 | 94.8 | 114.8 | 141.3 | 165.5 | 183.5 | 203.5 | 233.6 


TONE SQUELCH OPERATION (Multi-function receiver/Component screens only) 9 


© DTCS code setting 

@Click [FM] to select FM mode. + [Receiver] screen 

(®Click [DTCS] to turn the DTCS squelch ON. IC-PCR1500 IC-PCR2500 
* “DTCS” appears in the function display. 


(Right-click [DTCS] to display the [DTCS] setting screen. 9 | _ il 
@Click [W)] to select the desired DTCS code. E 
* 104 DTCS code from 023 to 754 are available. M1 SS 


®Check the [Reverse Action] check box to mute the received Active band only 
audio signal when the received signal’s tone is matched. 
+ [R] appears in the function display. Indicators Reverse Action indicator 
®©Click the close button ([X]) to close the [DTCS] setting a DTCS squelch indicator 
screen. - [Compo] screen 
@When the received signal includes a matching code, IC-PCR1500 IC-PCR2500 
squelch opens and the signal can be heard. eee tae 
+ When the [Reverse Action] check box is checked in step ©), the 
received audio signal is muted. MODE/VOL PANEL Active band only 
«When the received signal’s code does not match, tone squelch [DTCS] 
does not open, however, the S-indicator shows signal strength. 
®Click [DTCS] again to cancel the DTCS squelch. * [DTCS] screen 


*“DTCS” disappears. O Click 


+ Available DTCS code list Mis ecto) | 
Code [023 +||+— @ Select the desired DTCS code. 


SIGNALING 
rear oresY vse] 


023 | 054 | 125 | 165 | 245 | 274 | 356 | 445 | 506 | 627 | 732 = 
025 | 065 | 131 | 172 | 246 | 306 | 364 | 446 | 516 | 631 | 734 © Normal 

026 | 071 | 132 | 174 | 251 | 311 | 365 | 452 | 523 | 632 | 743 Phevere 

031 | 072 | 134 | 205 | 252 | 315 | 371 | 454 | 526 | 654 | 754 

032 | 073 | 143 | 212 | 255 | 325 | 411 | 455 | 532 | 662 

036 | 074 | 145 | 223 | 261 | 331 | 412 | 462 | 546 | 664 @ Check the check box to turn 
043 | 114 | 152 | 225 | 263 | 332 | 413 | 464 | 565 | 703 the Reverse Action ON. 


047 | 115 | 155 | 226 | 265 | 343 | 423 | 465 | 606 | 712 
051 | 116 | 156 | 243 | 266 | 346 | 431 | 466 | 612 | 723 
053 | 122 | 162 | 244 | 271 | 351 | 432 | 503 | 624 | 731 
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@ DTCS polarity setting 


As well as acode setting, the polarity setting is also available 
for the DTCS operation. When a different polarity is set, the 
DTCS never releases audio mute even when a signal with a 
matching code number is received. 


@Click [FM] to select FM mode. 

(Click [DTCS] to turn the DTCS squelch ON. 
* “DTCS” appears in the function display. 

(Right-click [DTCS] to display the [DTCS] setting screen. 

@Select the DTCS polarity from “Normal” and “Reverse” in 
[Polarity]. 

®Click the close button ([X]) to close the [DTCS] setting 
screen. 


« [DTCS] screen 


@ Click 
[ Pocket Beep 


Code |023 = 


Polarity: 


Normal +—@ Select the DTCS polarity. 


Reverse 


@ Pocket beep operation 


This function uses subaudible tones for calling and can be 
used as a “common pager’ to inform you that someone has 
called while you were away from the receiver. 

Pocket beep emission type can be set in the [Audio Setting] 
screen. (p. 107) 


@Click [FM] to select FM mode. 

@Click [TSQL] (or [DTCS]) to turn the tone (or DTCS) 
squelch ON. 
*“TSQL” or “DTCS” appears in the function display. 

@Right-click [TSQL] (or [DTCS]) to display the [TSQL] (or 
[DTCS]) setting screen. 

@Check the [Pocket Beep] check box to turn the pocket 
beep function ON. 
* “@)’ appears in the function display. 

©®Click the close button ([X]) to close the [TSQL] (or [DTCS]) 
setting screen. 


¢ [TSQL] screen 


@ Click 
ction 


¢ [DTCS] screen 


@ Click 
[ Reverse A 
Code |023 = 


Frequency 
67.0Hz | Polarity 


Pp 


© Normal 


© Reverse 


@ Check the check box to 
turn [Pocket Beep] ON. 
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li Tone scan operation 


By monitoring a signal using with pocket beep, tone or DTCS 
squelch, you can determine the tone frequency or DTCS 
code necessary to open the squelch. 


@Click [FM] to select FM mode. 

@Select the tone type, tone squelch or DTCS to be scanned, 
then set the desired tone squelch frequency or DTCS 
code. (pgs. 94, 95) 

(Click [T-SCAN] to start the tone scan. 

* “AUTO Scan” blinks and [AUTO] appears while scanning. 

@When the TSQL tone frequency or 3-digit DTCS code is 
matched, the squelch opens and the tone frequency is 
temporarily programmed into the selected memory chan- 
nel. 

* The tone scan pauses when a TSQL tone frequency or 3-digit 
DTCS code is detected. 

* The decoded TSQL tone frequency or 3-digit DTCS code is used 
for the tone encoder or tone encoder/decoder depending on the 
selected tone condition or type in step @. 

®To stop the scan, click [STOP] or [T-SCAN]. 


t= NOTE: The decoded tone frequency is programmed tem- 
porarily when a memory or call channel is selected. How- 
ever, this will be cleared when the memory/call channel is 
re-selected. 
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IC-PCR1500 IC-PCR2500 
ie) el ——e ie 
—EE SSS 


TOP 
Active band only rr) 


a 
{Pros | { AUTO] { MEMO] == [prio | { wx | (fa we 


[T-SCAN] [PAUSE] 
IC-PCR1500 Appears =] 
en ee 
| Ic-PCR2500 _ Blinks | 
Blinks MEN 01: 144 MHz band = 


02: Amateur band 
GED 15k 
CONDITION 


¢ [Compo] screen 


IC-PCR1500 IC-PCR2500 


METER/SCAN MAIN SUB [_ [PAUSE] 
GD OD GD G-— (sto?) 


[T-SCAN] — Ew Ga? a PAUSE STOP 


@ Operation 


The band scope function has 2 modes, Frequency and Time 
modes. 

When Frequency mode is selected, the band scope function 
sweeps in the specified span from the displayed frequency 
and allows you to visually check the received signal strength 
on the function display. 

When Time mode is selected, the band scope function dis- 
plays the received signal strength in the specified time period 
on the function display while sweeping. 


«When SSB or CW mode is selected, receive audio is 
muted while monitoring the band scope. 

¢ According to the setting combination of the sweep width 
and sweep tuning step, some signals may not be dis- 
played on the function display during sweeping. 

¢ During IC-PCR2500’s dualwatch operation, band scope 
function is available on Main band only. 


RWQQAA AN 


© Using Frequency mode 
@Click [FREQ] to select Frequency mode. 
* Time mode is selected when [TIME] is clicked. 
@Click the sweep start button ({P]) to begin a sweep; signal 
conditions appear starting from the center of the range. 
* Conditions over the entire set frequency span can be observed 
around the center frequency of the currently received frequency. 
* When a strong signal is received, the waveform is indicated 
small. 
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@Click [SPAN +] or [SPAN -] to select the sweep width 
through SPAN1 (+25.0 kHz) to SPAN5 (+500 kHz).* 
* Choose SPAN1 when band conditions are crowded (many sig- 
nals are present); choose SPAN5* when few signals are present. 
*When the wide band scope function is selected, sweep width ex- 
pands to SPAN8 (+5 MHz). (p. 103) 
@Click [A](TS) or [W](TS) to select the sweep tuning step. 
* “LIMIT” appears when a selected sweep tuning step is outside 
the automatic sweep step setting. (p. 102) 
@®Click the waveform to select the frequency of the signal. 
* Click [II] to pause a sweep and monitor the frequency. Repeat 
to resume the sweep. (“PAUSE” is displayed.) 
« While pausing the band scope, you can also select the displayed 
signal frequency by clicking the waveform. 
In this case, the selected frequency does not move, and the pre- 
viously received frequency is kept to center. So you can select 
the previously received frequency simply by clicking a center. 
©Click the sweep stop button ([{M]) to stop a sweep. 


© Using Time mode 

@Click [TIME] to select Time mode. 
* Frequency mode is selected when [FREQ] is clicked. 

@Click the sweep start button ({P]) to begin a sweep; the 
received signal strength is displayed. 

@Click [TIME +] or [TIME -] to select the time scale for in- 
dication through 100 min, 30 min, 10 min and 3 min. 

@Click the sweep stop button ([{M]) to stop a sweep. 
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© About the limit indicator 

When a selected sweep tuning step is outside the automatic 
sweep step setting (p. 102), “LIMIT” appears in the band 
scope display during the band scope operation. 


° [Receiver] screen 
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@ Pick up signal function 


The pick up signal function provides quick frequency setting 
during the band scope operation. By clicking the desired 
waveform, the clicked point frequency is set to the receive fre- 
quency. 


While pausing the band scope, you can also select the dis- 
played signal frequency by clicking the waveform. 

In this case, the selected frequency does not move, and the 
previously received frequency is kept to center. So you can 
select the previously received frequency simply by clicking a 
center. 


¢ [Receiver] screen 
[FREQ 
-950 


freq ; 145.420,000 


Click 


* [Compo] screen 


FREQ 
EMS 25.0kHz 


Click 


i Saving the sweep data 


The band scope sweep data can be saved in CSV (Comma 
Separated Values) file format. 


@Click the sweep start button ({>]) to begin a sweep. (p. 98) 

* Frequency mode is selected when [FREQ] is clicked, and Time 
mode is selected when [TIME] is clicked. 

@Click the recording start button ({@]) to start saving the re- 
ceiving signal contents while sweeping. 

* When Time mode is selected in step ©, the save time interval 
can be selected— right click the [TIME] button to indicate the 
[Scope (TIME)] setting screen, then select the desired save time 
interval. (e.g. when “1.0 Sec” is selected, time scope data is 
saved every 1 sec.) 

« You can save the sweeping contents with the desired file name in 
the [File Name] box. 

* The following data are saved. 

- Recording start day and time 
- Center frequency 
- Sweeping frequency 
- Sweeping time 
- Electrolytic strength 
@Click the recording stop button ({M]) to stop recording. 
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- [Receiver] screen z 
IC-PCR1500 IC-PCR2500 When Time mode is selected. 
8 8 8 Right click | [TIME] 
P 3 Scope (TIME) 
DO | | 
Save Data Interval 
Active band only +— Click to select the 
[TIME] [SOF] desired save time 
—— Ss interval. 
{mi} o>) (a) [+] Time{=) frma) tna) Sayan: tel 
STOP (START PAUSE REC STOP 
[START] [REC] | Click : 
* [Compo] screen \ 
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Save in: ( & ICPCATS00 FE) © eB 
Sri im (x 
METER/SCAN Active band only Eee 
rrMe) “ a 
oO es Oo Oue GD GD 2 save @ ee 
STOP (START PAUSE STOP 
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© for the file © Click 
\ My Nao File name: (res =I) Save | 
Save as type: |CSV (csv) | Cancel 
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@ Changing the automatic sweep step limit 


The frequency steps used while sweeping are automatically 
set according to the tuning step. However, these steps can 
be defined using the [Scope (FREQ)] setting screen on the 
setting screen. 


@Right-click the [FREQ] button to call up the [Scope 
(FREQ)] setting screen if it is not displayed. 
@Click the desired frequency step range in the [Automatic 
Sweep Step Limit]. 
* The sweep step range can be selected from one of 1-100 kHz, 
1-50 kHz or 1-25 kHz. 
@Click the close ([X]) button to close the setting screen. 


« [Scope (FREQ)] screen 
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@ Wide band scope function 


The wide band scope function is available to sweep a wide 
band scope (+1, 2 or 5 MHz.) 

While sweeping the band scope, AF monitor function is also 
available. 


@Right-click the [FREQ] button to call up the [Scope 
(FREQ)] setting screen if it is not displayed. 
@Check the [Enable] check box in [Wide Band Scope] to en- 
able the wide band scope function. 
* Check the [AF Monitor] check box to monitor the receiving fre- 
quency. 
@Click the close ([X]) button to close the setting screen. 


* [Scope (FREQ)] screen 


Scope (FREQ) 


Automatic Sweep Step Limit ‘Wide Band Scope 

(© 1kHz- 100kHz (7 ) nae 

© 1kHz - 50kHz 

7 1kHe - 25kHz (@)e foe | 
[” WFM Monitor |” Step=1/2TS 


@ Check the check box to turn 
[Wide Band Scope] ON. 


@ Click 


@ Check the check box to 
turn [AF Monitor] ON. 


@ Band scope options 


The following optional functions are available for the band 
scope function. These settings can be defined using the 
[Scope (FREQ)] screen. 


@ WFM Monitor function 
The WFM monitor function allows spectrum inidication of 
the occupied bandwide for rhe received WFM signal. 

@ 1/2 sweep step function 
This function sets the sweep step in half of the tuning step, 
doubling the sweep resolution. 


@Right-click the [FREQ] button to call up the [Scope 
(FREQ)] setting screen if it is not displayed. 

(®Check the desired check boxes in [Option], then click the 
close ([X]) button to close the setting screen. 


@ Click 


+ [Scope (FREQ)] screen 


Scope (FREQ) 
Automatic Sweep Step Limit Wide Band Scope 
(@ (kHz - 100kHz lente 
© kHz - 50kH2 
C tkHe -25kH2 |¥ AF Monitor 


(ym Monitor (Peer #1/2TS 


@ Check the check boxes. 
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@ DTMF Operation 


The control software can be remotely controlled using DTMF 
codes in FM mode. When receiving a programmed DTMF 
code, the control software displays a message, activates a 
program/screen saver or plays a Windows sound file. 


Only the IC-PCR2500 or IC-R2500 can be installed optional 
UT-108 DTMF DECODER unit. When the IC-PCR2500 or IC- 
R2500 is installed the optional UT-108, DTMF operation for 
sub band is available. 


@Click [FM] to select FM mode. 

@ Click the [DTMF] icon on the tool bar to call up the [DTMF 
Remote Commander] screen if it is not displayed. 

@Click [ON/OFF] on the [DTMF Remote Commander] 
screen to toggle the DTMF decoder circuit ON and OFF. 
* The indicator lights when the function is ON. 

@Click the [REMOTE] button to toggle the DTMF remote 
function ON and OFF. 
* The indicator lights when the function is ON. 


NOTE: When receiving a signal including a DTMF code, 
the received code is displayed in the DTMF indicator win- 
dow. Up to 24 digits of the latest received DTMF code are 
displayed. 


SSSs 


IC-PCR1500 IC-PCR2500 
com 
[==] 
[DTMF] = [DTMF] 
| el Gal fea] | = for Main band 
; TS [DTMF] 
for Sub band 
¢ [DTMF Remote Commander] screen 
IC-PCR1500 
| oom DTMF Remote Commander =v. 


ON / OFF 


[ON/OFF] [REMOTE] 


IC-PCR2500 for Main band 
DTMF Remote Commander ee 4 


For Sub band 
com DTMF Remote Commander 


> GD 
(“_) 
<p Gp 


© Setting the DTMF receive code 

@ Click the [DTMF] icon on the tool bar to call up the [DTMF 
Remote Commander] screen if it is not displayed. 

@ Click [SET] to call up the receive code setting screen. 

@ Click the desired tab from [1] to [5] for the receive code 
setting, then enter the desired key code in the [Receive 
CODE] field using the keyboard. 

* 0 to 9, A, B, C, D, E (*) and F (#) can be used. 

@ Select the desired action from ‘Display Message’, ‘Action 
Execute File’ or ‘Play. WAV File’ when the received code is 
matched to the [Receive CODE] setting. 

(a) ‘Display Message’ 
To display a entered message in the text box. 

(b) ‘Action Execute File’ 
To execute a file, enter the file name, including full path name, 
or select a desired file after pushing the [...] button. 

(c) ‘Play.WAV File’ 
To play a file, enter the file name, including full path name, or 
select a desired file after pushing the [...] button. 

®Click the close button ([X]) to close the [DTMF Remote 
Commander] screen. 
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¢ [DTMF Remote Commander] screen 


6 Click 
The received DTMF code is displayed. @ Click ‘ 
| com S DTMF Remote Commander =") 
MAIN 
@ @| 
ON / OFF 


Receive CODE 0 


l 


Action 
@ Display Message © Execute File O Play.WAV File 
I = 


IC-PCR2500 Main band screen 


@ Select © Enter 


O Select 
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@ Audio setting screen 


The Audio Setting screen adjusts the audio level and mute 
condition of the Main unit and the connected PC, and also, 
the confirmation beep ON/OFF, the pocket beep emission 
type and the pocket beep repeating times can be set. 


© The AF gain/mute setting 

@ Click the [Audio Setting] icon on the tool bar to call up the 
[Audio Setting] screen if it is not displayed. 

@ Click the [Receiver] or [PC] radio button to select the AF 
gain setting for the Main unit or PC. 

(3) Click [4]/{>] to adjust the AF gain level. 
* IC-PCR2500 can be adjusted the AF gain level for Main band or 

Sub band independently. 

@Check the [Mute] check box to turn the mute function ON 
or OFF. 
When this function is turned ON, the received audio signal 
is muted. 
« “MUTE” appears. 

®Click the close button ([X]) to close the Audio Setting 
screen. 

(S) 


[Audio Setting] WORK 


mt 


IC-PCR2500 


- [Audio setting] screen 
IC-PCR1500 


Audio Setting 


© Click 
AF GAIN VR / MUTE Button Control | 
1 Check the check 


box to turn the 
mute function ON. 


@Click [4]/[>] to set the audio volume. 
@ Click the radio button for the Main unit or 


PC’s AF gain setting. 
© Click 


AF GAIN VR / MUTE Button Control | 


IC-PCR2500 
Audio Setting 


Receiver the audio volume 

oT MAIN. («|i > ; 
suB |\« PANE iE the check 

mul 


box to turn the 
mute function ON. 


Ly MAIN (4 


suB |{« 
(ywainsue Mix 
Pa! 


Check the check box to turn the MAIN/SUB Mix function ON. 
@ Click the radio button for the Main unit or 
PC’s AF gain setting. 


@ Click [<)/[>] to set 


© Beep settings 
@ Confirmation Beep 
This function sets the confirmation beep ON or OFF. 
@ Pocket Beep 
This function sets the pocket beep emission type. 
@ Repeat (1-60) 
This function sets the number of times for pocket beep re- 
peating. 


@ Call up the [Audio Setting] screen if it is not displayed as at 
left. 

(Check the [Confirmation Beep] check box to turn the con- 
firmation beep emission ON. 

@ Enter the wave file name in the [Pocket Beep] text box di- 
rectly, or click [...] to select the desired wave file to set the 
pocket beep emission type. 

Enter the beep repeat times from 1 to 60 in [Repeat (1-60)]. 

®Click the close button ([X]) to close the [Audio Setting] 
screen. 
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¢ [Audio setting] screen O Click 


Audio Setting 


AF GAIN YR / MUTE Button Control 
(* Receiver 


@Enter the wave 
file name, or 
click [...] to se- 
lect the desired 
wave file. 


packet way I ci | 


Repeat (1-60) 


© Enter the beep repeat times 
@ Check the check box to turn the confirmation beep 
emission ON. 
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11. OTHER FUNCTIONS 


© When playing through the computer’s speaker 


The [Audio Device] setting is necessary when the audio is 
emitted via the built-in or connected PC speaker whenever 
the USB cable is connected. 


ZY NOTE: The sound board should be installed into the PC to 
GY hear sound via the PC speaker. Please refer to your PC’s 
Z instruction manual for details. 


M99 


© Click the [Power] icon on the tool bar to disconnect the 
Main unit, then turn the Main unit’s power OFF. 
* The power indicator of the Main unit goes out. 


@ Microsoft® Windows® XP 

@Click the [Start] button and click [Control Panel] in [My 
computer]. 

@Click [Sounds, Speech, and Audio Devices], then click 
[Sounds and Audio Devices]. 

@Click the [Audio] tab, and confirm the “Default device” in 
[Sound playback]. 
« Making a note is recommended. 

®Click the close button ([X]) to close the [Sounds and Audio 
Devices Properties] screen. 

«= Continued to step © (as next page) 


Pick a category 


ZS 


Use ony default devices 


@ Microsoft® Windows® 2000/Me 

(Click the [Start] button and click [Control Panel] in [Settings]. 

@Double click on [Sounds and Maltimedia], then click the 
[Audio] tab. 

@Confirm the “Preferred device” in [Sound Playback]. 
* Making a note is recommended. 

®Click the close button ([X]) to close the [Sounds and Malti- 
media Properties] screen. 


Yew Favertes Toss Heb [| 
3 Giewh Garakes Gren | XB 
Conval Pane 


‘Sounds and Multimedia Properties 2x) 


sont: (8) @ Click 


j- Sound Playback 


pss 
© Confirm== 


cid + Sound Recording, 
5 A Prefered device 
4 [Aacs7 Sound Card zi 


Volume | Advanced 


MIDI Music Playback 
= Prefered device: 
Microsoft GS Wavetable SW Synth a 


Volume About 


Sounds and 
Multimedia 


| 
«= Continued to step © (as right) 
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®@ Microsoft® Windows® 98SE 
(Click the [Start] button and click [Control Panel] in [Settings]. 
(3) Double click on [Multimedia], then click the [Audio] tab. 
Confirm the “Preferred device” in [Sound Playback]. 
« Making a note is recommended. 
®Click close button ([X]) to close the [Sounds and Maltime- 
dia Properties] screen. 


Multimedia Propertie: iI 


‘Audio (2) Click |) coMuie | Devices | 


Playback: 
=| atone acs 
—_——_—— 
To select advance (3] Confirm Beeetie: 
Recording 
BP Prefered device: 
S |SoundMAX Record x 
To select advanced options, cick: _ Advanced Propetios 


TF Use only preferred devices, 
Show volume contol on the taskbar 


Multimedia 


«= Continued to step © (as below) 


© Turn the receiver’s main unit ON, then click the [Power] 
icon on the tool bar to turn the IC-PCR1500/PCR2500 ON. 
¢ The power indicator of the main unit lights green. 

@ Repeat steps @ to @ according to your PC’s OS. 

Select the confirmed device, click [OK]. 


Y NOTE: The folder, item names may differ depending on the 
7 PC. Please refer to your PC’s instruction manual for details. 


WS 
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11. OTHER FUNCTIONS 


@ Multi channel monitor 


The receiver has 250 multi channels. A total of 10 memory 
banks are available for usage by group, etc., and 25 chan- 
nels are assigned into a bank. 

The multi channel monitor function scans the programmed 
multi channels, and makes you to check the received signal 
strength level on the channels visually. 


© Multi channel programming 

@ Click the [Multi CH Monitor] icon on the tool bar to call up 
the [Multi CH Monitor] screen if it is not displayed. 

@ Click [SET] to display the [Multi CH Monitor] list screen, 
then program the desired items. 

@Click the close button ([X]) to close the [Multi CH Monitor] 
list screen. 
«The channel name and frequency are displayed on the pro- 

grammed channel. 

@Click the close button ([X]) to close the [Multi CH Monitor] 

screen. 


¢ Multi channel programming details 
The multi channel programming is the same as the memory 
channel programming. See the following pages for the multi 
channel programming details. 

* Bank name programming (p. 75) 

* Editing the memory list (p. 72) 

* Saving memory channel data (p. 78) 

* Opening memory channel data (p. 78) 

* Creating a new memory channel data file (p. 78) 

* Printing a memory channel (p. 78) 

* Importing/Exporting a CSV file (p. 79) 


¢ [Multi CH Monitor] screen 


[Multi CH Monitor] 


2. ( 


Click for a bank — Click to display the [Multi 

selection. CH Monitor] list screen. 
¢ [Multi CH Monitor] list screen 
= Multi CH Monitor 


Eile View 


Bank| 1 


[Amateur Band Oa 


7 eres oa ea 


(GN 144 MHz |_145.500000, OFF, __ 15k 
433.000000, OFF, a 15k 
| 1295.000000, OFF FM, 15k, 


| 2 Eee 


© Multi channel monitor operation 
@ Click the [Multi CH Monitor] icon on the tool bar to call up 
the [Multi CH Monitor] screen if it is not displayed. 
* The channel name and frequency are displayed on the pro- 
grammed channel. 
@ Click [W] to select the desired bank to monitor. 
@Click the [START] button to start scan. 
WY \Nhile scanning, the receive audio is muted. 
* “SCANNING?” blinks in the information box. 
* The [START] button changes to the [STOP] button while scan- 
ning. 
* The background color changes according to the receiving signal 
strength level. 
- Black : Non programmed or no signal channel. 
- Dark gray: S-meter level is below S3. 
- Pale gray : S-meter level is above S3/below S9. 
- Red : S-meter level is above S9. 
@Click the desired channel screen to monitor. 
* Scan is cancelled. 
®Click the [STOP] button to stop the scan. 


[START] 


rd ) << — Click for a bank 
selection. 
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During scanning 


‘Sch 
1200 MHz 


0 1295.000.000 
COOOUCONmE 


1200 MHz 


1295.000.000 


The selected channel information is displayed. 


=e 
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11. OTHER FUNCTIONS 


@ Recording operation 


The receiver has a recorder function that enables you to 
record a signal. The recording data can be saved into the PC. 


© Recording a receiving signal 

@ Receive a signal. (p. 47) 

@ Click the [Recording] icon on the tool bar to call up the 
[Recording] screen if it is not displayed. 

IC-PCR2500 


IC-PCR1500 


Click [Setting] to display the setting menu. 
@Click [...], then select the desired folder in which the record- 
ing data is saved. 
After the folder selection, click [OK]. 
®Click the recording start button ({@]) to start recording the 
receiving signal. 
* |IC-PCR2500 can record the receiving signal for Main band or 
Sub band independently. 
* While recording, the recording counter and a file name are dis- 
played. 
* Click [Il] to pause a recording. Repeat to resume recording. 
« The recording data is saved in WAVE format. 
©Click the recording stop button ({Ml]) to stop recording. 


¢ [Recording] screen 
IC-PCR1500 


Recording 
©) a)! 09:00:000 O Click 
Folder Open 


Recording 
o\alj un} 00: 00: 00.0 
Folder Open 


Setting 
‘Sampling Rate 


44.1kH2 zi [ Rec Remote (2) Click 


Recording Folder 


C:\Documents and Settings\manual\Desk 


Browse For Folder 


Select Recording Folder 


@ Desktop 
& (3 My Documents 
my Computer 
» en. -- _— 
& TSyces: 


© New Folder @ Select 


O Click 


Make New Folder 


IC-PCR2500 


| 00:00: 000 


ut} 09:00:000 O Click 
Folder Open 


m{ | o0:00:000 


mj u| 09:00: 000 
Folder Open | | Setting’ 
Settine 


|” MAIN/SUB Stereo Recording 
Sampling Rate 
4gikH2 =>] [Rec Remote 


Sampling Rate 


SUB |44.1kHz | T Rec (2) Click 


Recording Folder 
[e ‘Documents and ctrerimmanbareru |] 


¢ [Recording] screen (While recording) 
IC-PCR1500 


[REC] —> 
[STOP] 
Setting 
Sampling Rate 
[~ Rec Remote 
Recording Folder 
IC-PCR2500 
[PAUSE] Recording counter 
~~ 
MAIN we: cul foo: 
SUB foimiu| : 00: 27: ; 060416  002.wav 
“i Folder O| 5 
[STOP] older Open etting File name 
Setting 
- 
Sampling Rate 
MAIN Zz [” Rec Remote 
Sampling Rate 
SUB [ Rec Remote 


Recording Folder 


I 
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© Stereo Recording (IC-PCR2500 only) 
You can record the receiving signal as stereo sound. The 
Main and Sub bands must be set to the same frequency. 


¢ [Recording] screen 


IC-PCR2500 @ Click the [REC] button. 


(Only Main side is enabled.) 


Recording 


man @| mf M| 00:00: 000 
@| mu) co:c0:000 


Folder Open 


Setting 
)AIN/SUB Stereo Recording 


“Ne 


@ Check the box to turn the stereo 
recoding function ON. 


© Playing the recording data 

You can play back the recorded signal with the installed 
media player (e.g. Windows Media® Player, etc.) in the PC. 
Please refer to the media player’s instruction manual for de- 
tails. 
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@ Sampling Rate setting 


Sampling Rate setting is expressed in samples per second, 
and determines the sound quality. 

Although a higher sampling rate provides a better quality 
sound than a lower sampling rate, the file size becomes 
larger. 


© Receive a signal. (p. 47) 
(Click [Recording] icon on the tool bar to call up the 
[Recording] screen if it is not displayed. 


IC-PCR1500 IC-PCR2500 


(3) Click [Setting] to display the setting menu. 

@ Click [¥] in [Sampling Rate], then select the desired rate 
from the displayed menu. 
* The higher rate setting enables High-quality sound. 


¢ [Recording] screen 
IC-PCR1500 IC-PCR2500 


Recording 
olm{n| 00: 00: 00.0 
Folder Open 


O Click 


Recording 


@| a)! 09:00:00 
Folder Open | Setting 


Setting 


00: 00: 000 


woe.ms © Click 
Folder Open 


00 : 00 : 00.0 
00 : 00 : 00.0 


Folder Open Setting 


Sampling Rate, . ‘Settine 
44 1kHe G) @ Click x. T- MAIN/SUB Stereo Recording 


Sampling Rat 


22.05kH; SS ate | 
f i (Eke  Settings\manual\Desk fe sty 44 Tk 


@ Click ,.. 


}22.05k Hz 
SUB [E 026k He I~ Rec Remote 


© Select Reine Folder 


[C)\Oocuments and Settines\manual\Desktop\IO- 


@ Select 


@ Remote recording function 


The remote recording function pauses recording automati- 
cally when no signal is received, and resumes after the signal 
appears. 


@ Receive a signal. (p. 47) 
@ Click the [Recording] icon on the tool bar to call up the 
[Recording] screen if it is not displayed. 


IC-PCR1500 IC-PCR2500 


@) Click [Setting] to display the setting menu. 

@ Click the [Rec Remote] check box to turn the remote 
recording function ON and OFF. 
* “VY” appears when the remote recording function is turned ON. 


¢ [Recording] screen 
IC-PCR1500 


Recording 
oe aln| 00: 00: 00.0 
Folder Open 


Recording 


@| a)! 09-00: 000 
Folder Open | Setting 


Setting 


pe - 
{4 @ Click 
Recording Folder 


C:\Documents and Settings\manual\Desk _. 
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IC-PCR2500 


Recording 


00:00: 000 


00: 00 : 000 @ Click 
Folder Open 


00: 00: 000 


00 : 00 : 00.0 


Folder Open | Setting 
‘Setting 


[~ MAIN/SUB Stereo Recording 


- eaagee 

man [at @ Click ©): Remote 
Sampling Rate 

SUB 


a4ikhz +] ' Rec Remote) 


Recording Folder 
fe ‘Documents and Settings \manual\Desktop \IC- i 


11. OTHER FUNCTIONS 


@ Short cut key operation 


Shortcut keys give you faster and easier operation from a PC 
key board. 


© A shortcut key assignment 

@ Click the [Setting] icon on the tool bar to call up the [Set- 
ting] screen if it is not displayed. 

@ Click the [Shortcut] tab to display the shortcut key list. 

@) Select the category from ‘General,’ ‘Tuning,’ ‘Mode,’ ‘Scan’ 
and ‘Recording’ in [Category]. 

@ Select the desired action in [Action]. 
* Selectable items are differ according to [Category] setting. 

© Enter the desired shortcut key or combination of keys that 
executes a specific function in [Key]. 
* [Ctrl], [Shift] and [Alt] keys act as shortcut keys with another key 

combination. 

* Some keys cannot be set as shortcut key. 

© Click [Add] to add the shortcut key or combination of keys 
to the list. 

@Click close button ([X]) to close the [Setting] screen. 


cae eee 


Category [Acton Key Enable * 
Tuning Freq Up Page Up Enable 3 
Tuning — FreqDown Page Down, Enable 


Tuning TS Up Shift + Left Enable 
Turing TS Down Shift + Right Enable 
Tuning Input 0 0 Enable 
Tuning Input 0 Num 0 Enable 
Turing Input 1 1 Enable 
Tuning Input 1 Num 1 Enable 
Tuning Input 2 2 Enable 
Tuning — Input 2 Num 2 Enable 


es O Click a @ Click 2 
Category [Tuning Action [Freq Up ©) ‘Add (5) Click 
Key [PageUp SCS Delete Default 
General Enter 
—— 0 z 
Resuding Selec 
i 


[Example]: Assign “AM mode selection” to [Ctrl] + [A] key 
@® Select ‘Mode’ in [Category]. 
@ Select ‘AM’ in [Action]. 
@) Click [Key] text box, then push [Ctrl] and [A] key. 
* “Ctrl + A” is indicated in the [Key] text box. 
@ Click [Add] to add the shortcut combination keys to the list. 
*[Add] _: Add the assigned shortcut key to the list. 
*[Set]  : Set the changing of the shortcut key content. 
+ [Delete] : Delete the shortcut key from the list. 
¢ [Default]: Reset the shortcut list to the default setting. 


DSP OPERATION (available only when the UT-106 is installed) 1 2 — 


@ ANF function @ NR function 


The ANF (Automatic Notch Filter) function automatically at- The NR (Noise Reduction) function reduces noise compo- 
tenuates beat tones, tuning signals, etc., even if they are nents and picks out desired signals which are buried in noise. 
moving. This function can be activated in SSB, AM, FM The received AF signals are converted to digital signals and 
modes. then the desired signals are separated from the noise. This 


function is available for all operating modes. 
@ Click the [DSP] icon on the tool bar to call up the [DSP 


Digital Filter] screen if it is not displayed. The NR function may result in audio signal masking. Set the 
@ Click [ON/OFF] to turn the DSP (Digital Signal Processor) noise reduction level for maximum readability. 
function ON. 
* “ON/OFF” indicator lights. © Click the [DSP] icon on the tool bar to call up the [DSP 
@ Click [ANF] to turn the ANF function ON. Digital Filter] screen if it is not displayed. 
+ ANF indicator lights. @ Click [ON/OFF] to turn the DSP (Digital Signal Processor) 
IC-PCR1500 IC-PCR2500 et 
* “ON/OFF” indicator lights. 
[DSP] > (aa (3) Click [NR] to turn the NR function ON. 
* NR indicator lights. 
a 
(@ € - [DSP Digital Filter] screen 
(S) €k com DSP Digital Filter = 
2 page Meio Reducon Control © 
= Er 
¢ [DSP Digital Filter] screen [ON/OFF] [NR] [NR Level] 
‘com DSP Digital Filter =” 


Automatic Notch-Filter Noise Reduction Control © 


| —— = = During IC-PCR2500’s dualwatch operation, DSP functions 
ne [ANF] are available on Main band only. 
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@ Digital mode operation 


The IC-PCR2500 can operate in DV*' mode or P25*? mode 
when the optional UT-118 or UT-122 is installed. 
*1: The optional UT-118 is required. 
*2: The optional UT-122 is required. 
Some versions come with the UT-122 installed. 


> Click the [MAIN] icon on the tool bar to select the Main 
band. 


[MAIN] a pT 
[suB] —rL_ sus) 


Using [Receiver]/[Compo] screen 
=» Click [DV] or [P25] to select the desired digital mode. 


Using [Simple] screen 
> Click [MODE] indication to display a mode list, then se- 
lect the desired digital mode. 


¢ [Receiver] screen 
Single band 


Dualwatch 


lo 


© 0000 


1 3 DIGITAL MODE OPERATION (ic-Pcr2500 Main band only) 


¢ [Compo] screen 


Single band 


« [Simple] screen 


Single band 


Main band only 


Dualwatch 


° 
fo) 


° 


MODE 


aoa @ 
QOaDe 


Dualwatch 


|e 


O 


oo 


Main band only 


Mode indication 


Main band only 


Receive mode list 
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m@ DV mode setting 


The IC-PCR2500 can receive the signals in DV* mode and 
low-speed data. If the transmit signal is included the GPS 
data, position data receiving is available. 

*The optional UT-118 is required. 


@ Click the [Setting] icon on the tool bar to call up the [Set- 


ting] screen if it is not displayed. 
@ Click the [DV] tab to display the DV setting. 


@e€ 
[Setting] —- 3 


[Setting] screen 


[DATA] Baud Rate 
© 4800 bps 
¥ Standby Beep @ 9600 bps 


Auto Mode | Shorteui} {DV PotBS 
I RX Gall Sign/Message Display 


‘Monitor: 
@ Digital 
© Analog Function OFF 


‘Slow data --> COM Port 


re 


‘Option Unit Power 
@ Auto 
CON 


| @ Set the setting 


Select the optional unit Set the transffer setting for 
power setting. slow speed data to Com port. 


Select the communication speed be- 
tween receiver and PC for low speed 
data communication. 


Select the monitor setting for DV mode. 
Check the check box to turn the stanby beep emission ON. 


Check the check box to turn the RX call sign and Message 
indication ON, when received. 
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@ DV digital squelch function 


While in DV mode operation, the digital call sign (DSQL) or 
digital code squelch opens only when receiving a voice signal 
with the same pre-programmed digital call sign or code, re- 
spectively. 


© Digital squelch setting 

@Click [DV] to select DV mode. 

(Click [DSQL] to turn the digital squelch ON. 
* “DSQL” (or “CSQL”) appears in the function display. 

(3)Right-click [DSQL] to display the [DV Digital SQL] setting 
screen. 

@Check the [DSQL] (or [CSQL]) check box to select the de- 
sired squelch type. 

®Edit the specific call sign for DSQL (or desired code for 

CSQL). 

*0 to 99 code are available for CSQL. 

@®Check the [Pocket Beep] check box to turn the pocket 
beep function ON, if desired. 

* “Wy appears in the function display. 

@Click the close button ([X]) to close the [DV Digital SQL] 
setting screen. 

(®)When the received signal includes a maching call sign (or 
code), squelch opens and the signal can be heard. 

* When the received signal’s call sign (or code) is not matched, 
digital squelch does not open, however, the S-indicator shows 
signal strength. 

@Click [DSQL] again to cancel the digital squelch. 

* “DSQL’” (or “CSQL’) disappears. 


Multi-function receiver/Component screens only 


- [Receiver] screen 


Single band Dualwatch 


0000 
| 

0000 

0000 


[DSQL} = 


Main band only 


Indicators 
(BSa0}-— Digital call sign squelch indicator 
[ESaL}-— Digital code squelch indicator 


* [Compo] screen 
Single band Dualwatch 


= SS ; = ‘SIGNALING 
of |L of OTCS | “VsC’) 


o 


— 2 | 
MODE/VOL PANEL Main band only 


gerresr 


¢ [DV Digital SQL] screen 
Digital call sign squelch 


Digital code squelch 


e Click 


© CS@L 


(yrocket Beep 
a 
© Check the check box © Check the check box 
to turn the [Pocket to turn the [Pocket 
Beep] ON. Beep] ON. 


@ Enter the call sign. 


@ Click to select the 
squelch type. 


@ Enter the digital code. 


@ Click to select the 
squelch type. 
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@ P25 mode setting 


The IC-PCR2500 can receive in P25* mode. 
*The optional UT-122 is required. Some versions already come with 
the UT-122 installed. 


@ Click the [Setting] icon on the tool bar to call up the [Set- 
ting] screen if it is not displayed. 
@ Click the [P25] tab to display the P25 setting. 


¢ [Setting] screen 
a] © Click 


@O Click a= 


Auto Mode | Shortcut | DV [_F25[oners | pel 


¥ RXID Display 
r Fee ; 

By @ Set the setting 

‘Option Unit Power 

(© Auto 

© ON 


Select the optional unit 
power setting. 


Check the check box to turn the hexadecimal indication ON 


Check the check box to turn the RX ID indication ON, 
when received. 


a 


122 


13 DIGITAL MODE OPERATION (IC-PCR2500 Main band only) 


@ P25 digital squelch function 


While in P25 mode operation, 2 types of digital squelch, NAC 
or Selective, are available. 


© Digital squelch setting 
@Click [P25] to select P25 mode. 
(@Click [DSQL] to turn the digital squelch ON. 

* “NAC” (or “SEL”) appears in the function display. 

@)Right-click [DSQL] to display the [P25 Digital SQL] setting 
screen. 

@Check the [NAC] (or [SEL]) check box to select the desired 
squelch type. 

®Edit the desired digital code. 

*0 to FFF code are available for NAC. 

@®Check the [Pocket Beep] check box to turn the pocket 
beep function ON, if desired. 

+ “Wy appears in the function display. 

@Click the close button ([X]) to close the [P25 Digital SQL] 
setting screen. 

(8)When the received signal includes a matching digital code, 
squelch opens and the signal can be heard. 

* When the received signal’s call sign (or code) is not matched, 
digital squelch does not open, however, the S-indicator shows 
signal strength. 

@Click [DSQL] again to cancel the digital squelch. 

* “NAC” (or “SEL”) disappears. 


Multi-function receiver/Component screens only 


- [Receiver] screen 


Single band Dualwatch 


| 
00 00 


0000 


r__| 
) 0000 


[DSQL]} = 


Main band only 


Indicators 
EXC EB NAC squelch indicator 
[ECGEL Selective squelch indicator 


* [Compo] screen 
Single band Dualwatch 


= = = = SIGNALING. 
oy JL __e,, ce orcs) vsc’} 
= z cm _| 


MODE/VOL PANEL Main band only gre 


° 
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@ Digital menu indication 


- [P25 Digital SQL] screen Click the [Digital] icon on the tool bar to display the DV digital 
NAC squelch menu and/or P25 digital menu. 


© Check the check box to 
turn the [Pocket Beep] ON. 


@ Click to select the squelch type. Check mark “W” indicates that 
the each screen is displayed. 


Selective squelch 


erica eo Click iv: DY Received call record ~—— DV Received call record screen 
iw: DY Message DV Message screen 


iv! DY Terminal Window DV Terminal Window screen 
(FFF) fi23 


iv! P25 Received call record «—— P25 Record call record screen 
'wi P25 ID List <«———————__ P25 Record call record screen 


C NAG | 


A 


TGID (ec) (0-65595) [65535 
(Hex) (@-FFFF) |FFFF ~—Enter the digital code. 


Unit ID (Dec) (1-9999999) 999999 
(Hex) (-98967F) |98967F 


(M)rocket Beep ] 


@ Check the check box to 
turn the [Pocket Beep] ON. 


@ Click to select the squelch type. 


123 


124 


© DV Digital menu 


- [DV Received call record] screen 


= DV Received call record 


Caller / Called Rx RPTI Rx RPT2 Status Received date BK EMR |“ 


\ Ht} —_____-# 


Click to clear the ae Click to creat 
received call record. the log file in CSV format. 


Check the box to turn the DV Received call record screen 
automatically, when the signal with a new call sign is received. 


¢ [DV Message] screen 


= DV Message Cle) 


(Caller 7 Message 


Check the box to turn 
ra the DV message screen 
automatically, when the 
signal with a new mes- 

sage is received. 


©) sve when new message is received, Clear 
—— oe 


. a 
Click to clear the DV message. 


- [DV Terminal Window] screen 


DV Terminal Window Eek) 
Ble View Option 


Displays the received 
DV data for the low 
speed data communi- 
cation. 


Click to export the CSV format file. 
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© P25 Digital menu 


- [P25 Received call record] screen 


= P25 Received call record 


Call Type Unit ID Name TGID Name: Received date EMR | 4 
hd 
(@ rarartoneresapanmaes, (yay [Lane = 


Click to clear the Click to creat the log file 
received call record. in CSV format. 


Click to export the CSV format file. 
Check the box to turn the hexadecimal indication ON. 


Check the box to turn the P25 Received call record screen 
automatically, when the signal with a new ID call is received. 


- [P25 ID List] screen 


= P25 ID List 


[No[ 1D@ec) [1DHexd| ID Name 
= L L i 


Displays the received unit IDs. 


OPTIONAL UNIT INSTALLATION AND OTHER 1 4 — 


@ Opening the top cover 


Y CAUTION: DISCONNECT the AC adaptor or DC power 
G cable from the receiver Main unit before performing any 
Us work on the receiver. 


SS 


@Turn the receiver Main unit power OFF, then disconnect the 
AC adaptor or DC power cable. 

@Unscrew the 8 screws and disconnect the connected ca- 
bles, then remove the top cover. 
¢ Be careful not to lose the screws. 


Top cover e 


Power switch 


@Aftter installing the optional unit or any internal setting is fin- 
ished, replace the top cover, cables and screws to the orig- 
inal position. 


@ UT-106 installation 


The optional UT-106 psp RECEIVE UNIT provides AF DSP (Dig- 
ital Signal Processor) functions such as ANF (Auto Notch Fil- 
ter) and NR (Noise Reduction). 


@Remove the top cover as shown at left. 

@Insert the UT-106 to the supplied soft case. (O) 

Disconnect P1 (4 pin) from J16 of the LOGIC board (@), 
then connect to J1 of the UT-106 (®). 


Soft case 
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@Connect P1 (4 pin) of the UT-106 to J16 of the LOGIC ®Remove the protective paper from the supplied velcro®, 
board. then attach it to the UT-106 and the shield case of MAIN 
board. 


®Connect the supplied flat cable between J3 of the UT-106 
and J15 of the LOGIC board. 
* Be sure not upside down. 


Flat cable 


@Replace the top cover, cables and screws to the original 
position. 


Velcro® is a registered trademark of Velcro Industries B.V. 


M UT-108/UT-118/UT-122 installation 
( IC-PCR2500/R2500 only) 


@Remove the top cover as shown on p. 126. 
@Connect the UT-108, UT-118 or UT-122 as shown below. 


@Replace the top cover, cables and screws to the original 
position. 
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@ INTERNAL AUDIO SWITCH 


The internal switch must be set properly to use an external 
speaker, headphones or earphone. 


(Remove the top cover as shown on p. 126. 
(Set the switch as shown below. 
* Set the switch to [SPEAKER] when an external speaker is con- 
nected to the receiver. (default) 
* Set the switch to [PHONES] when headphones or earphone 
are/is connected to the receiver. 
(3)Replace the top cover, cables and screws to the original 
position. 


SPEAKER PHONES 
- 


switch see) 
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@ USB port setting 


The connected PC’s USB port number and the serial number 
of the Main unit can be selected/confirmed in [Port Setting] 
screen. 

If some receiver’s main units are connected to your PC, se- 
lect the desired USB port and serial number when the IC- 
PCR1500/PCR2500 power is OFF. The only one Main unit 
can be operated. 2 or more Main units cannot be operated si- 
multaneously. 


© USB port confirmation 
@Click [Port Setting] icon on the tool bar to call up the [Port 
Setting] screen. (See illustration at right.) 
* The connected PC’s USB port number and serial number of the 
Main unit are displayed. 
* During the control software is connected to Main unit, USB port 
selection in inhibited. 
@ Confirm the connected USB port and serial number, click 
[OK]. 


¢ [Port setting] screen 
Serial number Port number 


_|_ 
Jic-PCRI500 900NNI3 COMA xl 
@ Confirm 


Port Setting 


@ Click 


© USB port selection 

@Click {Power] icon on the tool bar to disconnect the Main 
unit. 

@ Click {Port Setting] icon on the tool bar to call up the [Port 
Setting] screen. 

@ Click [Search] to display the connected PC’s USB port 
and serial number of the Main unit, if it is not displayed. 
@ Click ['W] to select the desired USB port and serial num- 

ber of the Main unit to be controlled. 
© After selection, click [OK]. 


IC-PCR1500 IC-PCR2500 


- [Port setting] screen 


Serial number Port number 
ee a 


IC-PGR1500 0000013 COM=4 Oy- @ Click to select. 


| Search | 


Jv USB Audic 0 Click 


© Click 


@ USB audio setting 


USB audio output function can be turned ON or OFF in [Port 
Setting] screen when the IC-PCR1500/PCR2500 power is 
OFF. 

When the USB audio output function is OFF, the audio/mute 
setting for PC, recording function (pgs. 106, 112) are dis- 
abled, but the computer running speed will be faster than 
when the USB audio output function is ON. 


@Click [Power] icon on the tool bar to disconnect the Main 
unit. 

@ Click [Port Setting] icon on the tool bar to call up the [Port 
Setting] screen. 

@ Check the [USB Audio Enable] check box to turn the USB 
audio output function ON. 

@ Click [OK]. 
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IC-PCR1500 IC-PCR2500 


| Port setting) 7 a 


- [Port setting] screen 


Port Setting 


fIC-PCRI500 0000013 COM=4 =~ | 


Search 


@ Click 


O Click 
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| 6 CLONING OPERATION 


(Available only when the IC-R1500 or IC-R2500 is connected) 


@ Launching the cloning software 
@ Launch the IC-PCR1500_2500 program. (p. 27) 


(@ Click the [Power] icon on the tool bar to connect the con- 


trol software and Main unit, if it is disconnected. 


(3) Click the [Clone] icon on the tool bar to call up the Cloning 


screen (described left). 


Gea je-Pone509 
——— [Power] — 
= - oa a . 


a [Clone] ——_———“ 


air 


Note for the controller operation after cloning: 

After cloning, click the [Power] icon on the tool bar to dis- 
connect the control software and Main unit. Then, push 
[PWR] on the controller to turn the controller power ON. 
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© Cloning screen description 


al 


#2] Memory GH 
Skip Area ' SSD 
[Bl Auto Mode H Key-Touch Beep ON 
Pe Common Setting I | Ic Hs 


1 
1 

LCD Contrast 
OFF 


@ FILE MENU [File] 
Used for saving memory channel contents, printing the 
pre-programmed information or exiting the program, etc. 


WY NOTE: When you print ine current project settings, “Cur- 

rent Sheet...” and “All...” can be selected. 

* Current Sheet... : Prints the currently shown sheet on 
the PC monitor screen. 

° All... : Prints all sheets. 


@ VIEW MENU [View] 
¢ Set the indicated character size and TSQL/DTCS setting, 
DV setting, P25 setting indication. 
¢Turn the tool bar ON or OFF. 


DV or P25 setting indication does not appear for IC-PCR1500, or 
for IC-PCR2500 that is depending on version or option installation. 


WAY 


© CLONING MENU [Clone] 
* Click to display the cloning menu. 
* Click [Information] to display the cloning information dia- 
log box. 
@ OPTION MENU [Option] 
Click to display the convert menu. 
© TOOL BAR 
Shortcut buttons appear on the tool bar when the tool bar 
indication is turned ON in the [View] menu. 


DiJicreates a new setting project. ‘e ‘Indicates the connected 
=£1' Main unit information. 
‘Converts the PC opera- 

&,|'tion’s data to the controller 


[app toads @ saved IGF (Icom | 
‘Cloning Format) file. 


u iSaves current project as an 


‘CF file :operation’s data. 
; ‘Converts the controller op- 
‘Reads the data from the ' 

*8)' Main unit. #3|!eration’s data to the PC op- 


‘eration’s data. 


#g|!Writes the data to the Main unit. 


@ CONTENTS LIST SCREEN 
Display the contents list (Memory CH, Common Setting, 
etc.). 

@ TREE VIEW SCREEN 
Click the folder icon which you want to edit. 


* See the Memory CH (p. 68), Skip Area (p. 82) and Auto 
Mode (p. 55) programming for details. 

* See the IC-R1500 instruction manual (s Section 9 [SET 
MODE)) or the IC-R2500 instruction manual («= Section 
10 [SET MODE)) for details of the Common Setting. 


MMA 
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@ Cloning operation 


Click “*8]” or select [Read <- Receiver] in [Clone] menu to start 
to read the programmed data from the connected Main unit. 


During cloning operation, Eine 
displayed. 


© Clone information 

You can program a comment (up to 16 characters) in the 
[Common Setting] screen for quick identification of a Main 
unit’s contents. 

When you connect the Main unit to a PC using the supplied 
USB cable, you can check the Main unit’s comment without 
reading all programmed data. 


= Untitled - IC-PCR1500 
file Yiew Clone Option 


Delta) -8\-talstal Sale| 


lems IC-R1500 | 


+2) Memory GH 
LB Skip Area 
[B Auto Mode 


Common Setting 


TI FF 
IF-SHIFT 


Le comment Rear 


After cloning, click [Information] in 
the [Clone] menu or click “ +@|” to dis- 
play the clone information dialog box. 
IC-PCR1500 


Program [Com- 
ment], then clone 
to the Main unit. 


[Clone Informatio 


Comment 


a 


16 CLONING OPERATION 


@ Data convert 


© Converting the PC operation’s data to the controller operation’s data 


@ Click [Convert] in the [Option] menu to display the convert 
menu. Then select [PC -> Receiver] (or click “ 88|”.) 
(2) Set the option items ((A) to (G)), click [START] to start converting. 


Data Convert 


PC --> Receiver 


[f* Bank 0-20 --> Bank A-Y 
\¥ Bank 21-25 --> Bank --- 


_ Ie Bank 0-9 --> 0-999ch 


|___»{¥ Program Scan Edee 
}—_» |¥ Bank Select 


| ___» |¥ Skip Area 


}——_»|¥ Auto Mode 


| > START 


Check the check box to convert the PC operation’s mem- 
ory channel data to the controller operation’s data. 
* The [Sub Name] setting of the PC operation’s data is converted 
to the controller operation’s memory name. 

» Check the radio button to convert the PC operation’s 
Bank 0 to 20 data to the Bank A to Y in the controller 
operation. 

» Check the check box to convert the PC operation’s 
Bank 21 to 25 data to the no Bank setting channels in 
the controller operation. 


Zao Wwe om eB 
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Check the radio button to convert the PC operation’s Bank 
0 to 9 memory channel data to the channels 0 to 999 (no 
Bank setting) in the controller operation. 

7% NOTE: More than 1000 memory channels cannot be con- 
verted. 

(D) Check the check box to convert the Program Scan Edge 
settings. 

(E) Check the check box to convert the Bank Select settings. 

Check the check box to convert the Skip Area settings. 

Check the check box to convert the Auto Mode settings. 

Click to start converting. 
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© Converting the controller operation’s data to the PC operation’s data 


@ Click [Convert] in the [Option] menu to display the convert 
menu. Then select [Receiver -> PC] (or click “#”.) 

@ Set the option items (€3 to 68), click [START] to start convert- 
ing. 


Data Convert 


Receiver --> PC 


Sh Memory Channel 
g—_! _F Bank A-Y --> Bank 0-20 
IV Bank ---  -— > Bank 21-25 


@—! = 0-298 --> Bank 0-9 


(De Name Keep 
S~ Sub Name --> Name 


“7 SEL Keep 


‘7 Remark Keep 


‘7 Bank Name Keep 


a 
Ci 
a 
a 
a. Program Scan Edge 
| 
g—_ _- 
oe 


¥ Name Keep [¥ ATT Keep —# —Q 


a—— Bank Select 
@——v Skip Area 


——r Name Keep 


‘4 Name Keep 


> START 


Check the check box to convert the controller operation’s 
memory channel data to the PC operation’s data. 

@ = Check the radio button to convert the controller opera- 
tion’s Bank A to Y data to the Bank 0 to 20 in the PC op- 
eration. 

> Check the check box to convert the controller opera- 
tion’s no Bank setting channels data to the Bank 21 to 
25 in the PC operation. 
4% NOTE: More than 500 no Bank setting memory 
Y channels cannot be converted. 

Check the radio button to convert the controller operation’s 
channels 0 to 999 data to the Bank 0 to 9 in the PC opera- 
tion. 

@ Check the check box to keep the PC operation’s [Name] 
settings. 

* If itis not checked, the [Name] settings will be blanked after con- 
verting. 

* The controller operation’s memory name is converted to the [Sub 
Name] settings in the PC operation. 

(@ Check the check box to convert the PC operation’s [Sub 
Name] settings to the [Name] settings. 

Check the check box to keep the PC operation’s [SEL] set- 
tings. 

. a is not checked, the [SEL] settings will be blanked after con- 
verting. 

Check the check box to keep the PC operation’s [Remark] 
settings. 

* If it is not checked, the [Remark] settings will be blanked after 
converting. 
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Check the check box to keep the PC operation’s Bank 
name settings. 
* If it is not checked, the Bank name settings will be blanked after 
converting. 
@ Check the check box to convert the Program Scan Edge 
settings. 
Check the check box to keep the PC operation’s Program 
Scan name settings. 
«If it is not checked, the Program Scan name settings will be 
blanked after converting. 
Check the check box to keep the PC operation’s Program 
Scan ATT settings. 
«If it is not checked, the Program Scan ATT settings will be “—” 
after converting. 
Check the check box to convert the Bank Select settings. 
00 Check the check box to convert the Skip Area settings. 
09) Check the check box to keep the PC operation’s Skip Area 
name settings. 
« If it is not checked, the Skip Area name settings will be blanked 
after converting. 
@ Check the check box to convert the Auto Mode settings. 
@ Check the check box to keep the PC operation’s Auto 
Mode name settings. 
* If it is not checked, the Auto Mode name settings will be blanked 
after converting. 
© Click to start converting. 


While operating with the controller the memory data or any 
other settings are stored into the Main unit. While operating 
with the control software, the memory data or any other set- 
tings are stored into the PC. 

When you want to use the edited memory data from the PC 
(control software) operation in the controller operation, or 
vice versa, Cloning is required. 


WAAR 


TROUBLESHOOTING 1/ 


If your receiver seems to be malfunctioning, please check the following points before sending it to a service center. 


PROBLEM POSSIBLE CAUSE SOLUTION REF. 
Does not turn on. * The AC adapter is not fully seated in the power | * Check the connection. p. 1 
jack on the Main unit’s rear panel. 
* An AC adapter is connected to the same AC outlet | *» Check the connection. p.1 
with a PC, printer, etc. 
No sound comes from the | * Volume is too low. + Right click [AF GAIN]. p. 52 
speaker. ¢ The audio mute function is activated. ¢ Push [MUTE] to turn the mute function OFF. p. 56 
* Squelch is set too high. * Set the squelch level to the threshold. p. 53 
* Band scope function is activated in SSB or CW | Pause or cancel the band scope function in SSB or | p. 98 
mode. CW mode. 
Sensitivity is low and only | * Antenna feedline or the antenna connector has a | * Check, and if necessary, replace the feedline or sol- | p. 1 
strong signals are audible. |} poor contact or is short circuited. der the antenna connector again. 
¢ Squelch attenuator function is activated. ¢ Push [ATT] to turn the Attenuator function OFF. p. 59 
Frequency cannot be set] + The receiver screen is not selected. * Click anywhere in the receiver screen first, then] p. 48 
via the PC key board. input the frequency. 
Program scan does not}: The squelch is open. * Set the squelch to the threshold point. p. 53 
operate. * The start and end frequencies are the same. * Set the different frequencies. p. 71 
Memory scan does not op- | * The squelch is open. ¢ Set the squelch to the threshold point. p. 53 
erate. * Only 1 memory channel is programmed or other|* Program other memory channels or cancel the | pgs. 70, 
channels are set as skip channel. memory skip function in the desired channels. 86 
The Communication error | * The computer does not recognize the connected |* Launch the program after approx. 20 sec. has|p. 27 
occurs after launching the} Main unit. passed. 
IC-PCR1500_2500 pro-|+ The protector circuit of the power supply is acti- | * Use the supplied AC adapter, or a stabilized power | pgs. 1, 
gram. vated. supply with large capacity. 2 
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Specifications 


© GENERAL 


* Frequency coverage (MHz) 


U.S.A. 


France 


: 0.010000-809.999999 *: *? 
851.000—866.999999 
896.000—1300.000000 
1300.000001—-1810.999999 *! 
1852.000-1867.999999 *' 
1897.000-2305.899999 *! 
2357.000-2811.999999 *! 
2853.000-2868.999999 *! 
2898.000-3109.799999 *'. *2 
3136.000-3154.799999 *1: *2 
3181.000-3299.999999 *!. *? 

: 0.010000—29.999999 *1: *2 
50.200—51.200000 
87.500—107.999999 
144.000—-146.00000 
430.000—440.00000 
1240.000—1300.00000 


Other than above 


*1 


*2 


: 0.010-3299.999999 *1: *? 


: For IC-PCR2500/R2500. Available on Main band 


only. Sub band does not cover outside of frequency 
range; 50 to 1300.000000 MHz. 


: Guaranteed: 0.495-3000.000 MHz range only 
* Mode 


: FM, AM, WFM, USB *?, LSB *1, CW *! 
DV *1.*2, P25 *1.+3 


: For IC-PCR2500/R2500. Available on Main band 


only. 


: For IC-PCR2500/R2500. Available when optional UT- 


118 is installed. 


: For IC-PCR2500/R2500. 


Available when optional UT-122 is installed depend- 
ing on versions. 


| 8 SPECIFICATIONS AND OPTIONS 


* Number of memory channels 


Main unit 


: 2600 


Controller [R1500/R2500] 


* Tuning steps 


*PC operation only 


: 1100 (incl. 100 scan edges) 
:1 Hz*, 10 Hz, 20 Hz, 50 Hz, 100 Hz, 


500 Hz, 1 KHz, 2.5 KHz, 5 KHz, 6.25 kHz, 
8.33 kHz, 9 kHz, 10 kHz, 12.5 kHz, 
15 kHz, 20 kHz, 25 kHz, 30 kHz, 50 kHz, 
100 kHz, 125 kHz, 150 kHz, 200 kHz, 
500 kHz, 1 MHz, 10 MHz*, USER TS* 


+ Operating temperature range 


PC operation 


10°C to +60°C; +32°F to +140°F 


Controller operation [R1500/R2500] 


:-10°C to +60°C; +14°F to +140°F 


* Frequency stability : +3 ppm (-10°C to +60°C) 
+ Power supply requirement : 12.0 V DC +15% 
* Current drain (at 12.0 V DC: approx.) 


[1500] 


While using controller (R1500): plus 50 mA with below current value. 


Power ON 


Power OFF 


[2500] 


: Standby 


: PC (USB VBAS-ON) 


650 mA (typical) 
Less than 1.2A 
550 mA (typical) 
PC (USB VBAS-OFF) 15 mA (typical) 
Controller (R1500) 15 mA (typical) 


Max. audio 


While using controller (R2500): plus 110 mA with below current value. 


Single band : Standby 


Dualwatch 


Power OFF 


: PC (USB VBAS ON) 


650 mA (typical) 


Max. audio Less than 1.2A 
: Standby 850 mA (typical) 
Max. audio Less than 1.5A 


550 mA (typical) 
PC (USB VBAS OFF) 15 mA (typical) 
Controller (R2500) 15 mA (typical) 


* Antenna connector : BNC (50 &) 
* Dimensions (proj. not included) 
Main unit 
: 146(W) x 41(H) x 206(D) mm 
534(W)x154(H)x8%4(D) in 
Controller 
[R1500] : 111(W) x 40( 
434(W)x1%e( 
[R2500] : 140(W) x 50( 
514(W)x18142( 
+ Weight (approx.) 
Main unit 
[1500] : 1.2 kg; 2 lb 10 oz 
[2500] : 1.35 kg; 2 Ib 15 oz 
Controller 
[R1500] : 0.2 kg; 7'742 oz 
[R2500] : 0.25 kg; 8'%6 oz 


) x 26.5(D) mm 
)x1%42(D) in 
) x 27.5(D) mm 
)x1842(D) in 


Sxritst 


© RECEIVER 

* Receive system : 
Triple-conversion superheterodyne and 
down converter 

+ Intermediate frequencies : 
1st: 266.700 MHz, 2nd: 10.700 MHz 
3rd: 450 kHz (except for WFM mode) 


[1500]: IC-PCR1500/IC-R1500, [2500]:IC-PCR2500/R2500 [R1500}: IC-R1500, [R2500]: IC-R2500, [R1500/R2500]: IC-R1500/R2500 


+ Sensitivity: 


FM (1 kHz/3.5 kHz Dev.; 12 dB SINAD) 


28.000-29.999 MHz 
30.000-49.999 MHz 


: Less than 0.63 pV 
: Less than 0.63 pV 


300.000-699.999 MHz 
700.000—1300.000 MHz 
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: Less than 0.5 uV 
: Less than 0.63 pV 


1300.000001—2299.999 MHz: Less than 5.6 pV 


2300.000—3000.000 MHz 


: Less than 18 pV 


@ Options 


UT-106 psp UNIT 
Provides AF DSP functions such as 


50.000—239.999 MHz 
240.000—279.999 MHz 
280.000—299.999 MHz 
300.000—-699.999 MHz : Less than 0.5 uV 
700.000-1300.000 MHz __: Less than 0.63 pV 
1300.000001—2299.999 MHz: Less than 5.6 pV 


: Less than 0.5 pV 
: Less than 0.5 pV 
: Less than 0.5 pV 


WEM (1 kHz/52.5 kHz Dev.) 
50.000-699.999 MHz : Less than 5.6 pV 
700.000—1300.000 MHz : Less than 7.1 pV 
1300.000001—2299.999 MHz: Less than 71 pV 
2300.000-3000.000 MHz _: Less than 220 pV 
AM (1 kHz/30% MOD.) 


noise reduction and auto notch. 
CP-12L CIGARETTE LIGHTER CABLES 
For operation via a 12 V cigarette 
lighter socket. 

OPC-254L pc POWER CABLES 


2300.000-3000.000 MHz _: Less than 18 nV 
WFM (1 kHz/52.5 kHz Dev.; 12 dB SINAD) 
50.000-699.999 MHz : Less than 1.4 uV 
700.000—1300.000 MHz : Less than 1.8 pV 
1300.000001—2299.999 MHz: Less than 18 pV 
2300.000-3000.000 MHz _: Less than 56 nV 
AM (1 kHz/30% MOD.; 10 dB S/N) 

0.495—-1.799 MHz : Less than 25 pV 
1.800-14.999 MHz : Less than 2.5 uV 


15.000-49.999 MHz 


50.000—299.999 MHz 
300.000—-699.999 MHz 
700.000—1300.000 MHz 


: Less than 2.5 uV 
: Less than 2 uV 
: Less than 2 uV 
: Less than 2.5 uV 


0.495—1.799 MHz 
1.800-14.999 MHz 
15.000-49.999 MHz 


50.000-299.999 MHz 
300.000-699.999 MHz 
700.000—1300.000 MHz 
SSB/CW 
0.495—1.799 MHz 


1.800-14.999 MHz 
15.000—-49.999 MHz 


50.000-699.999 MHz 
700.000—1300.000 MHz 
* Selectivity (typical) 


: Less than 18 pV 

: Less than 0.89 pV 
: Less than 0.89 pV 
: Less than 0.71 pV 
: Less than 0.71 pV 
: Less than 0.89 pV 


: Less than 71 uV 
: Less than 7.1 pV 


: Less than 7.1 pV 
: Less than 5.6 upV 
: Less than 7.1 pV 


For operation via an external power 
supply. 

SP-10 ExTERNAL SPEAKER 

For mobile or base operation. Cable 
length: 1.5 m; 4.9 ft 


[For IC-PCR2500/IC-R2500] 

UT-108 DTMF DECODER UNIT 

Provides DTMF decode function for 
sub band. 

UT-118 DIGITAL UNIT 


; Provides DV (digital) mode operation. 
More than 2.8 kHz/-6 dB 


SSB/CW (10 dB S/N) SSB/CW/AM 7122 
0.495-1.799 MHz : Less than 5 pV SSB/CW/AM/FM More than 6.0 kHz/-6 dB oe Peek aici ' ‘ 
1.800-14.999 MHz : Less than 0.5 pV AM/FM More than 15 kHz/-6 dB ovides P25 (digital) mode operation. 
15.000-49.999 MHz : Less than 0.5 pV AM/FM/WFM More than 50 kHz/-6 dB 


50.000-699.999 MHz : Less than 0.4 uV WFM 
700.000—1300.000 MHz ___: Less than 0.5 pV 
* Squelch sensitivity (threshold) : 

FM (1 kHz/3.5 kHz Dev.) 
28.000-29.999 MHz 
30.000-49.999 MHz 
50.000-239.999 MHz 
240.000-—279.999 MHz 
280.000—299.999 MHz 


More than 230 kHz/-6 dB 

+ AF output power (at 12.0 V DC) : More than 0.5 W at 10% 
distortion with an 8 Q load 

* Ext. speaker connector: 2-conductor 3.5 (d) mm (14")/8 Q 

* Packet connector : 2-conductor 3.5 (d) mm (14") 

* Data connector : 3-conductor 2.5 (d) mm (/o") 

IF shift variable range : More than +1.2 kHz 


: Less than 0.63 pV 
: Less than 0.63 pV 
: Less than 0.5 pV 
: Less than 0.5 pV 
: Less than 0.5 pV 
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O DECLARATION 
ICOM OF CONFORMITY 


We Icom Inc. Japan 
1-1-32, Kamiminami, Hirano-ku 
Osaka 547-0003, Japan 
Diisseldorf 5th Dec.2005 


Declare on our sole responsibility that this equipment complies with the 
essential requirements of the Radio and Telecommunications Terminal 
Equipment Directive, 1999/5/EC, and that any applicable Essential Test 
Suite measurements have been performed. 


Place and date of issue 


Icom (Europe) GmbH 


Himmelgeister straffe 100 


Kind of equipment: COMMUNICATIONS RECEIVER D-40225 Ditisseldorf 
Authori i 
Type-designation: IC—PCR1I5S00/R1500 ia oo ne 


General Manager 
Version (where applicable): 
This compliance is based on conformity with the following harmonised 
standards, specifications or documents: 
i) Article 3.1a_ | EN 60950-1 (2001):A11:2004 
ii) Article 3.1b | EN 301489-1 and EN 301489-15 


iii) Article 3.2 EN 301 783-2 Signature 


WV) Icom Inc. 


v) 
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O DECLARATION 
ICOM OF CONFORMITY 


We Icom Inc. Japan 
1-1-32, Kamiminami, Hirano-ku 
Osaka 547-0003, Japan 


Diisseldorf 24th Mar.2006 
Place and date of issue 


Declare on our sole responsibility that this equipment complies with the 
essential requirements of the Radio and Telecommunications Terminal 
Equipment Directive, 1999/5/EC, and that any applicable Essential Test 
Suite measurements have been performed. 


Icom (Europe) GmbH 
Himmelgeister strafe 100 


Kind of equipment: COMMUNICATIONS RECEIVER D-40225 Dtisseldorf 


Type-designation: IiC—PCR 2500/R 2500 SE See ee ie ueaiem 


H. Ikegami 
General Manager 


Version (where applicable): 


This compliance is based on conformity with the following harmonised 

standards, specifications or documents: 

i) Article 3.1a |= EN 60950-1 (2001):A11:2004 

ii) Article 3.1b |= EN 301489-1 and EN 301489-15 

iii) Article 3.2 EN 301 783-2 Signature 


Icom Inc. 
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Count on us! 


IC-PCR1500 <Intended Country of Use> 
#22 Europe jmGER CFRA ESP mSWE 
MAUT MNED @ POR @DEN 
IC-PCR2500 | GBR mBEL MITA. @FIN 
#22 Europe jmiRL mLUX M@GRE mSUI 
NOR 


IC-PCR1500 <Intended Country of Use> 
#23 U.K. GER CIFRA CIESP CISWE 
AUT CINED CIPOR CIDEN 
IC-PCR2500 |m GBR CBEL ITA FIN 
#23 U.K. IRL LUX [CIGRE COSuI 
NOR 


IC-PCR1500 [—_cintended Country of Use>_| 
#26 France GER @FRA ESP [SWE 
AUT CINED OPOR CODEN 
IC-PCR2500 |4 GBR OBEL ITA FIN 
#26 France IRL LUX GRE CSuIl 
NOR 


A-6469H-1EX-@) Icom Inc 


ee ln 1-1-32 Kamiminami, Hirano-ku, Osaka 547-0003, Japan 


